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FIELD EVALUATION OF A PASSIVE SAMPLING DEVICE
FOR HYDRAZINES IN AMBIENT AIR

INTRODUCTION

The potential carcinogenicity of hydrazine (Hz), monomethylhydrazine (MMH), and
unsymmetrical dimethylhydrazine (UDMH) has caused concern for the health and safety of the
workers who may be exposed to them. For brevity the term "hydrazines” in this report is used to
mean any of these three hydrazines. The chemical structures of these compounds and their ACGIH
[1], NIOSH [2], and proposed {3) recommended exposure limits are listed in Table 1.

Table 1. Recommended Exposure Levels for Hydrazine Propellants

Compound Structure ACGIH NIOSH Proposed

H, H

i N

Hydrazine '_H“— - 0.1 ppm 0.03 ppm 0.01 ppm
Monomethyl H  LH 0.2 ppm 0.04 ppm 0.01 ppm

Hydrazine f_ Ny
Unsymmetrical H\N_N’Cw 0.5 ppm 0.06 ppm 0.01 ppm

Dimethylhydrazine H  TH,

Monitoring of personnel exposure and the work place environment is necessary to insure that
exposure remains below the defined limit and to comply with regulations issued in the Occupational
Safety and Health Act of 1970. Two approaches to accomplish this monitoring have been developed
by our group--passive sampling and real-time colorimetric dosimetry. Each procedure has
advantages and disadvantages. The passive sampler traps and stabilizes the hydrazine for later
quantitative analysis; however, it cannot warn the personnel of exposure in real-time. The

colorimetric dosimeter provides real-time measurements and can warn personnel of a hazardous
condition.

Because the colorimetric dosimeter is directly exposed to the atmosphere its sampling rate
depends upon the motion of the air in front of it. A color indicator could be placed behind a
diffusion barrier but this would reduce its sensitivity by an order of magnitude making it difficult
to read. Thus it is not possible to correlate the exposure of the indicator to the actual concentration
in the atmosphere with any certainty. Ideally the colorimetric and the passive systems could be
combined onto one badge that could provide an immediate warning and a quantitative record for
documentation. Befere that can be done each system must be developed independently. This report

deals with development of a passive sampler. The real-time dosimeter will be discussed in a separate
report.

Manuscript approved January 5, 1990.




The reactivity of the hydrazines and their tendency to undergo oxidative decomposition poses
a problem to the development of detection systems. A collection scheme is required with the ability
to stabilize the hydrazines without interfering with accepted analytical procedures [4].

Current methods of sampling involve detector tubes or midget impingers with an acidic
collection solution, These are "active” sampling methods, meaning they involve the use of a sampling
pump to draw the atmosphere through the collection medium. The pumps are bulky and expensive,
increasing the size, weight, and cost of the system, placing undesirable constraints upon performance.
In addition, a power source is required to operate the pump which places a limit on the sampling
period.

Using passive diffusion technology, we have developed a lightweight, inexpensive, sampler that
can be used to quantitate ppb exposures to hydrazine and MMH. The following section gives a
general description of the sampler and the laboratory tests to characterize its performance. More
detailed descriptions are available {5, 6, 7 and 8]. The prototype was evaluated in the laboratory for
collection rate, sample stability, reproducibility, linearity, and effects of selected interferents and
relative humidity. Following the laboratory characterization, the system was tested at Kennedy Space
Center (KSC) in field locations and conditions where it may find future use.

APPROACH

The prototype sampler consists of a coated polyester collection disk and four plastic pieces which
included a base, spacer, diffuser, and cap, US Patent 4,780,282. Of these four pieces, the diffuser
is the most critical. It controls the collection rate and avoids dependence upon the ambient face
velocity. Several design criteria were special for a system design to sample hydrazines. Because of
the low exposure limits of hydrazines compared to most other chemicals, it is necessary that the
badge sample at a higher rate to obtain sufficient sample for analysis. Hydrazines are polar and
reactive precluding the use of metals and most plastics as materials for badge construction. It has
been our experience that machined teflon surfaces are unsuitable for sampling low levels of
hydrazines.

The most desirable form of a personal sampling device utilizes a passive collection scheme. For
an ideal badge design the sampling rate (M) of the passive collector depends only upon the diffusion
coefficient (D) of the analyte as described by Fick’s first law of diffusion, equation 1.

M =D (A/L) (C, - C,) (1)

Where: A = The area of the diffusion channel;
L = The length of the diffusion channel;
C,= The external (ambient) concentration of the analyte; and
C,= The gas-phase concentration of the analyte at the surface of the collector.

Theoretical modeling was employed during the design of a diffuser. Our design is based upon
the fact that viscous flow is proportional to Az/L; whereas diffusion is proportional io .\/L, see




equation 1. Thus increasing the number of holes on the badge, while keeping the total area of the
holes constant, decreases the viscous conductance without affecting the diffusion rate. Viscous flow
into the badge is due to small pressure differences across the diffuser because of air movement.
Additionally, less turbulence is caused at the badge face by many small holes. The disadvantage of
increasing the number of holes is the increased surface area of the walls of the holes and greater
difficulty in manufacturing the badge face.

Several styles of badge were fabricated and tested. The number and size of holes was varied
while maintaining a constant sampling area. Face velocity experiments were performed on the
machined badges to select the optimum design. A design having a 2.5 cm diameter pattern of 144
1.0 mm diameter holes was selected for its ability to minimize face velocity effects without severely
increasing the detection limit. Designs with fewer, larger diameter holes, exhibited pronounced face
velocity effects.

Tests were conducted with badges machined from polyethylene, polypropylene, and teflon. No
significant material-dependent differences were found. We were concerned with the potentially
detrimental effect of the rough surfaces produced during the drilling of the holes. To minimize this
effect, and to aid in the quality control and mass production of the sampler, it was necessary to have
the badges molded. Moldsavers, Inc. of Miami, Florida was selected as the manufacturer. Low
density polyethylene was the only tested material which could be molded successfully into the desired
badge face having the desired hole pattern. The badge was designed to snap together, allowing the
cap to be snapped on the back of the base during badge exposure and snapped over the diffuser for
storage. The diffuser was designed to snap on the base and to accommodate the cap or a second
diffuser. The design of the badge is shown in Figure 1.

The current badge design has 144 one mm diameter holes with a length of 2 mm. Between the
diffuser and the substrate there is a 2 mm deep gap 25 mm in diameter. Based upon equation 1 the
conductance of the badge is 4.65 cm. This results in a theoretical sampling rate of 42, 34, and 29
ml/min for Hz, MMH and UDMH respectively, based upon diffusion constants of 0.154, 0.122, and
0.104 cm?/sec. The measured sampling rate for MMH is 25 ml/min. The theoretical rate may be in
error due the assumption that the value of C, in equation 1 is zero. By stacking diffusion barriers
on top of each other the sampling rate can be decreased. Colorless polyethylene badges were used
for initial field tests (K0O1-K10). Later, black low-density polyethylene badges were used to reduce
effects of exposure to strong sunlight, (tests K10A-K18).

The substrate used for the original prototype sampler was a matted polyester drafting film.
Initial tests using this material were promising, later it was found to cause the captured MMH on the
citric acid to slowly disappear. It is believed that the hydrazine slowly reacts with the substrate.
After this discovery, the substrate was changed to Whatman #42 filter paper, which is the substrate
currently in use. In laboratory tests, the filter paper substrate did not affect the storage stability of
the analyte [7]. Citric acid monohydrate was selected as the coating agent. It has desirable properties
as an acid and an antioxidant, additionally it is non-toxic. Using the polyester substrate it was found
that the preparation of the citric acid solution was critical to obtaining good results. The solution was
made by dissolving citric acid monohydrate in methanol to form a 30% solution. The solution was
aged for one week at room temperature and was discarded after two weeks. If retained for longer
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periods, the formation of methyl! esters causes significant variations in the coating consistency [5].
Using filler paper substrates, the citric acid solution could be used immediately and stored
indefinitely.

The filter paper disks are coated by immersion in the citric acid solution. Teflon-coated tweez-
ers are used to remove the disks. Contact with metals is avoided in order to prevent metal ion
catalyzed decomposition of the hydrazines. Large quantities of the coated disks may be prepared and
stored in a refrigerator (approximately 3°C) for later use. Prepared samplers have been stored for
periods of one month prior to laboratory testing with no effect on performance. Appendix A
describes in detail the techniques used for badge preparation.

LABORATORY TESTING

Test Atmosphere: Generation and Verification. The reactivity of the hydrazines makes it
necessary to generate dynamically the low ppb levels required for testing. The gas generation system,
depicted in Figure 2, can generate hydrazine concentrations from approximately 0.1 to 10 times the
TLV ( Table 1, ACGIH values) for each compound. Diffusion tubes housed in a constant
temperature bath, and continually purged with 100 ml/min of dry nitrogen generate hydrazines. The
desired concentration is obtained by adjusting the temperature of the bath, size of the diffusion
capillary, and/or the volume of diluent gas.
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Figure 2. Test gas generator schematic.

Conditioned house-compressed air is used as the diluent. The conditioning procedure consists
of passing the house air through a series of demisters, a hot Hopcalite catalyst bed, a reciprocating
dual-tower molecular sieve scrubber, and finally through a canister containing potassium per-
mangenate coated alumina (Purafil) and charcoal. The cleaned air is humidified using a stainless steel




gas washer (bubbler) containing distilled, deionized water. Control of the relative humidity is
achieved by varying both the gas washer head pressure and the ratio of the humidified to dry air.
The moisture content of the air is measured by a hygrometer. Dilution is selected and monitored
using calibrated 0 to 10 1/min mass flow controllers.

The exposure experiments were conducted in three similar glass exposure chambers, one of
which is depicted in Figure 3. They are cylindrical with conical ends. The exhaust end was
removable to allow insertion of the samplers. Teflon baffles were placed at each end to induce
laminar flow. The internal diameter of each chamber was different in order t0 permit the study of
a variety of face velocities while holding other gas stream conditions constant. Further variation in
face velocity could be attained by varying the flow rate of dilution air in combination with
substituting chambers. Table 2 lists the chambers and the conditions available for testing.
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Figure 3. Glass exposure chamber used for laboratory badge testing.

Performance Evaluations. The samplers were prepared as described (Appendix A) and exposed
to controlled atmospheres. Typically, four samplers were tested simultaneously. They were placed
in the chamber in a 2x2 pattern (each badge in a pair was at the same axial position in the chamber
but facing outward). Occasionally six samplers were exposed at one time (2x3 pattern). The badges
were mounted on a glass rod suspended between the end baffles of the chamber. This could be done
when the concentration and face velocity of the test atmosphere were adequate to prevent depletion
of the analyte in the gas steam by the samplers. At low flow rates and concentrations we found that
the forward pair of badges captured more hydrazine.
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Tabl2 2. Size of the gas exposure chambers and typical conditions.

Diameter Area Flow Face velocity

5.5 cm 23.8 cm? 5 1/min 335 cm/min* (11 ft/min)
9.0 cm 63.6 cm? 5 1/min 79 cm/min (2.6 ft/min)
14 cm 154 cm? 5 1/min 34 cm/min (1.1 ft/min)

* For the small chamber the badge consumed a relatively large portion of the test volume. The
face velocity calculations were estimated using the adjusted chamber area.

A variety of equivalent combinations of time and concentration were used to provide conditions
for testing the linearity and reproducibility of the sampler. For example, 1 hour at 600 ppb = 3
hours at 200 ppb = 0.6 ppm hours. Exposure times ranged from 0.25 to 65 hours. The concentration
of the test atmosphere was verified before and after each exposure experiment by liquid impinger
samples that were collected and analyzed using coulometric titration or colorimetric procedures
described in Appendix B. In addition, a Thermedics Model 141-1 chemiluminescence instrument and
a MDA 7100 paper-tape instrument were occasionally used to monitor the gas stream.

Analysis of the samplers was performed using the coulometric titration procedure described in
the analytical portion of the experimental section and detailed in Appendix B. It is not as selective
as the colorimetric method, but it is much more sensitive [4]. In laboratory experiments, where no
interferents are expected, it is the method of choice.

The effect of face velocity upon the collection rate of the machined prototype diffusers was
tested in a MMH gas stream with face velocities of approximately 60, 120, 240, 335, and 670 cm/min
(2,4, 8,11, and 22 ft/min). The test atmosphere was dry air with 200 ppb MMH. The badges were
exposed for five hours. The selected prototype diffuser was tested under the same conditions. The
average measured collection rate was 38 ml/min with a minimum of 31 ml/min and a maximum of
45 ml/min [5]. These results are shown in Figure 4.
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Figure 4. The Effect of Face Velocity on the Sampling Rate of the Machined Prototype
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The sampling rate of the molded diffuser is approximately 25 mi/min, which is less than that
of the drilled prototype. It was calculated from a series of exposures to MMH ranging from 0.25 to
65 hours, Figure 5. Concentrations of MMH between 170 and 500 ppb were used. Each data point
represents a test consisting of 4 to 6 individual samples. This and additional data were used to verify
the linearity of the sample collection process [5]. The larger sampling rate of the prototype badge is
due to the holes being slightly larger than the one millimeter diameter holes in the molded badge.
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Figure 5. Sampling Rate of the Molded Badge. The center line is the rate, the outer lines are
30% error limits.

The effects of ammonia, freons, and isopropyl alcohol vapors were investigated and no
interferences were found {6]. In addition, the collection rate of the dosimeter was found to be
independent of the relative humidity of the exposure atmosphere [5].

The stability of the trapped hydrazines was examined by capping and storing exposed prototype
badges for periods up to 62 hours. The storage experiments were performed on samples collected
from 200 ppb gas streams of MMH at various relative humidities and exposure times. Storage tests
were conducted by storing the exposed badges at room temperature and in a refrigerator at 3°C. In
addition, the storage of the extracted solution was investigated. Room temperature storage resulted
in a significant loss of analyte [5]. A loss of 30% to 75% of the original value was observed after
storage for 24 hours. The refrigerated storage or the extraction of the analyte extended the storage
stability [8]. This would not allow the badge to be used for long term, low level sampling. For this
use it is necessary that the analyte be stable at room temperature.

Initial investigations of the storage instability focused on the citric acid coating. Its composition
was investigated by mass spectroscopy and HPLC during the two week aging process [5]. The
performance of the solution as a hydrazine trap was also monitored during the same period. Results
were inconclusive,




Variations in the substrate inaterial were investigated. Initially, polyester drafting film was used
as the substrate. This material wetted well with the citric acid solution, forming a smooth, tacky
film. Glass and filter paper materials were tested with the polyester and th- 'r performance was
compared. The percentage of analyte retained during room temperature storage was greater for glass
and tilter paper than for polyester. We speculated that the hydrazine reacted with the ester to form
a hydrazone which is not easily removed for analysis. Surface microscopy performed by R. Young
at NASA KSC indicated that the exposed surface of the polyester was mostly silica and not the ester,
The mechanism of analyte loss was not investigated further.

Based on the storage stability data from the substrate study, it was decided to replace the
polyester substrate with 4.25 cm diameter disks of Whatman #42 filter paper which is readiiy
available from various chemical supply houses. The disks fit the molded badges, requiring no
alterations.

The exposure lineariiy of the badge was tested by exposure to 200 ppb of MMH for times
between 0.25 and 65 hours. The test atmosphere was 45% relative humidity (RH) and a velocity of
79 cm/min (2.2 ft/min). In addition, tests were conducted in which the time was held constant and
the concentration was varic 3 between 0.1 and 2 ppm. All of the data except a one hour exposure and
a 0.25 hour exposure, fell within the acceptable region, as shown in Figure 6. Fluctuations of the
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Figure 6. Linearity of the Results Obtained Using the Molded Badge, assuming a collection rate
of 25 ml/m’n. The center line is ideal assuming a 25 ml/min sampling rate, the outer
line 30% error limits.




shorter exposures may be due to disruption of the test atmosphere when the badges were placed in
the chamber. Adsorption on the badge housing could also be a factor.

FIELD TESTING

Test Locations. Test areas at the Kennedy Space Center were divided into three major
categories based on their potential for hydrazine or MMH exposure: unlikely to be exposed, potential
exposure, and expected exposure. The locations were selected to encompass the potential field
interferents and the effects they may have upon performance. Locations are listed in Table 3.

Sampling. The samplers were prepared by Wiltech Analytical Laboratory at KSC following the
procedure described in Appendix A. A group of badges was retained by the analytical laboratory
to be use as blanks in their analytical procedures. The blanks were stored in a refrigerator. Samplers
for field testing were distributed to the industrial hygienist on the work day preceding the test
period.

Ateach test location, two areas were selected for sampling. A sampling board, holding 12 citrate
badges, was placed at each area by EG&G Environmental Health personnel on Monday mornings.
The badges were uncapped every morning and recapped at the end of an 8 hour work day. At the
end of the sampling period on Monday, Wednesday, and Friday a set of badges was collected for
analysis. A set consisted of four badges from each board. Two badges were coded for coulometric
analysis (A) and two for verification analysis (B). The exposed badges were submitted to the
analytical lab where they were stored in a refrigerator until analysis. In addition, the industrial
hygienist submitted a few unexposed badges designated as field blanks. The coulometric analysis was
typically performed the first work day following the submission of the sample.

Table 3. Locations Selected for the KSC Field Testing of the Citrate Sampler

Catggory Locatiop Test Number
Unlikely to be Exposed Hanger S Life Support K04
M&O paint shop K03, K16
EG&G K14
Beach K10
Vehicle Assembly Building (VAB) K11
Lounge
Potential Exposure Hazardous Maintenance Facility K02, K18
(HMF) 96
Wiltech Labs KO0l

Rotating Service Structure (RSS) K09, K10A, K15
Orbiter Processing Facility (OPF) KI3

Expected Exposure Fuel Storage #1 K06
Aft Skirt Testing Facility (ASTF) K07, K08, K12, K17
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In addition to the area samples, the citrate badges were also tested as personnel dosimeters.
Typically, two workers were monitored; each wearing two citrate badges, an "A" and a "B". These
badges were distributed and collected for analysis on a daily basis. Impinger samples (D) were
collected daily at the locations of the sample boards in order to verify the exposure the samples
received using a validated procedurc. Air was drawn through a midget glass impinger containing 15
ml of 0.1 M H,SO,. Prior to and after sampling, the collection rate of the impinger system was
verified to be 200 ml/min using a bubble flow meter. The impingers were submitted to the analytical
laboratory where they were stored in the refrigerator until analysis.

In addition to the citrate badge, a colorimetric dosimeter badge was tested. A description of the
testing of this indicating system is available {5 and 9]. During the field test, three color badges were
placed on each area sampling board on Monday mornings. The dose estimation was evaluated and
recorded daily. The disks were collected at the end of the week, stored in zip-lock plastic bags, and
sent to NRL for evaluation. On occasion, selected personnel were also monitored with color badges.
They were issued a new color badge daily. The used badge was collected, sealed in a zip lock bag
and sent with the area samples to NRL for evaluation. Further information on the prototype
colorimetric dosimeter will be presented in a future report.

Firebrick samples were scheduled to be used, in place of impingers, in the field tests conducted
at White Sands Testing Facility (WSTF). Tabulated results from these tests are available in a report
issued by WSTF [9].

The field samples were coded by EG&G using the following label: W - XX - YYY - Z. The
key to the label is: W = location, XX = lot #, YYY = sample #, and Z = type of sample. The key
for Z is: A = citrate, coulometric analysis; B = citrate, verification analysis (PMA colorimetric or
coulometric spike); C = vanillin, D = impinger; and E = firebrick. The analytical laboratory only
received the coded samples. The data pertaining to the collection of the samples were recorded by
EG&G personnel. The analysis data were recorded by Wiltech. Each group independently sent their
data sheets weekly to NRL for compilation. If the analytical laboratory found a quantifiable amount
of analyte they would immediately inform the hygienist and the auditor. This was done to allow
additional information to be collected by the hygienist while the exposure conditions could be easily
recalled.

Citrate Badge Analysis. The coated substrate is removed from the housing assembly with teflon
coated tweezers and placed in a glass container. The analyte is desorbed from the disk with a solvent
designated by the selected technique. Two accepted wet chemical methods are applicable to this
procedure: (1) Coulometric titration miniaturized to achieve the desired sensitivity [11]; and (2)
Colorimetric method, phosphomolybdic acid, NIOSH approved method #S149. These methods are
detailed in Appendix B, parts 13.3 and 13.2, respectively. The badges were analyzed for MMH
exposure unless otherwise specified.

The coulometric titration was used for the laboratory characterization of the badge performance.
The schematic of this procedure is shown in Figure 7. It involves the electrochemical generation of
bromine from potassium bromide. As the molecular bromine is formed, it instantly reacts with the
hydrazine in the solution. When there is no more hydrazine present bromine will accumulate,
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forming a redox couple with the bromide. When a redox generated current is measured by the
sensing electrode the titration has reached the endpoint. The formula used to calculate the hydrazine
in the sample is given in Appendix B. The coulometric procedure is quick, easy and sensitive for
analysis of hydrazines, but it is not extremely selective. For the analysis of field samples, the PMA
spectrophotometric method was also used. This method is less sensitive, but more selective.

All the "A" badges were analyzed using the coulometric procedure. If a detectable amount of
analyte was found, the duplicate "B" badge was analyzed using one of two procedures. The PMA
colorimetric analysis was used if the amount detected was greater than the PMA detection limit. If
the "A" result was less than the PMA detection limit the coulometric spike procedure was used. In
addition, all the Friday "B" badges were analyzed by the PMA method. The unused "B" samples were
stored in the refrigerator.

BROMINE SENSING
GENERATING ELECTRODE
ELECTRODE

GLASS FRIT —

SAMPLE

Figure 7. Schematic of coulometric titration.

Liquid Impinger Analysis. The liquid impinger samples, collected to verify the test atmosphere,
were analyzed by the ASTM para-dimethylamino benzaldehyde (PDAB) colorimetric method. A
copy of the procedure is given in Appendix B (part 8.1 for MMH analysis and 8.2 for Hz analysis).
It is based on the condensation reaction of hydrazines with an aldehyde, Figure 8. In the case of
unsubstituted hydrazine, two moles of aldehyde can react with one mole of hydrazine to form the
azine. The mechanism involves the nucleophilic addition of the nitrogen base, followed by the
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elimination of water. This reaction is frequently acid catalyzed by protonation of the carbonyl. The
resulting hydrazone absorbs visible light. The ASTM method requires measuring the absorbance
spectrophotometrically at 458 nm. These measurements have been shown to conform to Beer's Law,
where the amount of absorbed light is proportional to the concentration of the hydrazone in the
sample [12].

Vanillin Color Dosimeter Analysis. The same basic chemistry is used with the real-time color
badge system. In this case vanillin, 3-methoxy 4-hydroxy benzaldehyde, reacts with the hydrazine.
The vanillin is coated on Whatman #42 filter paper and placed in a badge housing that has been
modified by cutting away the diffuser section. Hydrazine and MMH present in the ambient
environment are trapped on the coated paper where they react with the vanillin indicator; UDMH
does not react with the badge to produce a color. The reaction product is detected by the
development of a yellow stain on the paper substrate. The intensity of the color is related to the
exposure. A color wheel was developed for dose estimation. The dosimeter exposure can be
interpolated from a comparison of the badge color with the wheel containing colors equivalent to
0.07, 0.14, 0.48, 1.1, 3.8 ppm-hours of MMH exposure.

CH, N=NH, +
O /= NI 3 \ ~CHs H . H _/':\_*/CH:;
W/ N—N=C N T—_—"=N—N—C N
A s g ! “cH g | = cw
H 3 H 3
8a. 8b. 8c.

Figure 8. The reaction of PDAB, 8a, with a hydrazine to form the hydrazone, 8b, that becomes
yellow on protonation, 8c.

This wheel was used by the industrial hygienists to obtain a dose reading on the field samples
(as stated in the sampling procedure). The badges were then sent to NRL. At NRL, the color badges
were visually inspected, exposed to MMH and their performance was compared to a control. The
control was a sample coated at the same time, but never used in the field.

RESULTS

Field Testing. Eighteen tests were conducted in the field at KSC. Data from test five (K05) was
excluded from this report because the samples were left out during a rain storm and were not
analyzed. Retesting of the location was performed in test K06. The white badge housing was used
for the first tests, KO! through K10. Test K10A was the first field test to use black badges. The
black badges were used exclusively for test K10A through K13. In test K14 through K18 white and
black badges were tested side-by-side.
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A review of the individual tests conducted at KSC is given in Appendix C. The analysis data
for each test was tabulated and grouped by the sampi. type described previously in the report. The
industrial hygienists description of the test area is included in Appendix D. The following
paragraphs organized by sample type, summarize the results from each test. The data from the field
blanks are included in the summaries. The results from the laboratory and EG&G blanks are not in
the summaries, but are included in the Appendix C tables.

TEST KO1

Location: Wiltech Laboratory
Date: November 1987
Category: Potential Exposure

A)

B)

&)

D)

TEST K02

Two of the twenty-two citrate samples, anailyzed by coulometry, indicated analyte
present at greater than the detection limit of 0.12 ug. These were not verified by any
other method.

The data obtained by the PMA analysis of the citric acid samples are suspected of
contamination.

The vanillin colorimetric samples gave no indication of exposure to hypergols.

The daily impingers analyzed by PDAB gave no indication of detectable exposure to
hypergols.

Location: Hypergol Maintenance Facility M7-961
Date: November 1987
Category: Potential Exposure

A)

B)

&)

D)

Five of the twenty-two citrate samples and one blank, analyzed by coulometric
titration, indicated analyte present at greater than the detection limit of 0.12 ug.
Two samples were exposed at levels greater than the quantitation limit. All five were
personnel samples.

As in test KO1, the PMA results for the citrate badges are suspect. The analysis was
attempted with and without citric acid added to the standards. The results were still
questionable.

No change was noticed on the vanillin color badges.

The daily impingers analyzed by PDAB gave no indication of detectable exposure to
hypergols.
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TEST KO3
Location:

Maintenance and Operations (M&O) Paint Shop

Date: December 1987

Category:

A)

B)

)
D)

TEST K04
Location:
Date:

Category:

A)

B)

9

D)

TEST K06
Location:

Unlikely to be Exposure
Six of the twenty-two citrate samples analyzed by coulometric titration indicated
analyte present at greater than the detection limit of 0.12 ug. Four of these were

personnel samples, the other two were five day area samples.

Two of the personnel samples indicated hypergol exposure above the quantitation
limit of the coulometric procedure.

The duplicate badges were analyzed by spiked coulometric analysis. The analysis data
did not match the "A" data.

No color badges were available for this test.
The daily impingers, analyzed by PDAB, gave no indication of detectable exposure

to hypergols.

Hanger S Life Support South Annex
January 1988
Unlikely to be Exposure

One of twenty-two citrate samples analyzed by coulometry indicated a detectable
amount of analyte. It was a personnel sample.

None of the duplicate samples was analyzed.
No change was noted on any of the vanillin color badges.

The daily impingers, analyzed by PDAB, gave no indication of detectable exposure
to hypergols.

Fuel Storage Area #1

Date: February 1988

Category:

A)

Expected Exposure

Eight of the twenty-two citric acid samples analyzed by coulometry indicated a
greater than detectable amount of analyte; one was quantifiable.

Area | results were slightly higher than Area II results.
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B)

0)
D)

TEST K07

The duplicate samples were analyzed by the coulometric spike procedure. In general
the results correlated well with the "A" badge data.

No change was noted on any of the vanillin color badges.

The daily impingers, analyzed by PDAB, gave no indication of detectable exposure
to hypergols.

Location: Aft Skirt Test Facility
Date: May 1988
Category: Expected Exposure

A)

B)

)

D)

TEST K08

All twenty samples analyzed by coulometric titration indicated levels of analyte
greater than the quantitation limit of the method, 0.4 ug. Area I samples had
significantly greater exposure than Area II samples and appear to increase by ~ 4
pg/day. A SCAPE operation was performed on day 3 during the test period, four
samples were expected to indicate hypergol exposure.

Five of the twelve samples analyzed by PMA had a detectable amount of analyte. The
results did not mimic the coulometric results of "A". The badges were originally
analyzed for MMH and the data later corrected for Hz.

Three of the vanillin badges indicated exposure to hypergol. The color was initially
noted on only 2 of the 3. Following acidification by HCI vapor the color of the 2
intensified and the third developed color.

The sample collected in Area II on day 3 indicated the presence of hypergol. Again,
the analytical lab was not informed that the analyte was Hz so the samples were
analyzed as MMH.

Location: Aft Skirt Testing Facility
Date: May 1988
Category: Expected Exposure

A)

B)

)

All of the citrate samples analyzed by coulometry indicated exposure to hypergols.
All but 2 results were greater than the quantitation limit of 0.4 ug. Results from Area
I were significantly greater than Area II.

The duplicate citrate samples, analyzed by PMA, did not verify any exposure
information.

No change was noted on any of the vanillin color badges.
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D) The daily impingers analyzed by PDAB gave no indication of detectable exposure to
hypergols.
TEST K09
Location: Rotating Service Structure
Date: June 1988
Category: Potential Exposure

A) All of the citrate samples analyzed by coulometry indicated exposure to hypergols.
All the results were greater than the quantitation limit of 0.4 ug. Results from Area
I were greater than Area II. Blind blanks also indicated exposures.

B) The spectrophotometer was broken. The "B" samples were analyzed by coulometric
spike procedure. The spiked results correlate well with the corresponding "A"
samples.

C) Four samples indicated a slight exposure to hypergols. All these samples were in Area
I with the dose increasing daily.

D) The samples from day 1 of each area indicate a slight exposure to hypergol.

TEST K10

Location: Beach Location
Date: July 1988
Category: Unlikely to be Exposed

A) Area samples indicated a high exposure. No hypergols were in this area. The
indication must be due to an interferant. The capped blank samples also indicated
interference in the coulometric method.

B) The PMA samples did not verify any MMH exposure. The results were all below
detection limit.

O) One sample had a slight coloration.
D) The daily impingers analyzed by PDAB gave no indication of detectable exposure to
hypergols.
TEST K10A

Location: Rotating Service Structure
Date: January 1989
Category: Potential Exposure

A) This was the first field test conducted using the black badges. Four of the eighteen
citrate samples analyzed by coulometric titration gave a response greater than the
detection limit. None of the results were equal to or greater than the quantitation
limit.

17




B)

)
D)

TEST K11

Two of the citrate badges had detectable amounts of analyte by the PMA method.
Each of these were 5 day exposure samples from Area II. One was a sample the other
was a blank.

No color badges were available for sampling.

The daily impingers analyzed by PDAB gave no indication of detectable exposure to
hypergols.

Location: Vehicle Assembly Building Break Room
Date: February 1989
Category: Unlikely to be Exposed

A)

B)

®)

D)

TEST K12

Twelve of the eighteen citrate samples analyzed by coulometric titration gave
responses greater than the detection limit. Five of the samples indicated quantifiable
amounts. First indication of interference due to tobacco smoke.

The samples analyzed by coulometric spike procedure correlated well with the "A"
samples. The samples analyzed by PMA did not detect any analyte.

No color badges were available for sampling.

The daily impingers analyzed by PDAB gave no indication of detectable exposure to
hypergols.

Location: Aft Skirt Testing Facility
Date: February 1989
Category: Expected Exposure

A)

B)
0)

D)

Three of the eighteen citrate badges analyzed by coulometric titration gave results
greater than the detection limit. Two samples had quantifiable amounts, these were
six day exposures in Area II.

No exposure was verified by PMA analysis of the duplicate citrate badges.

No color badges were available for sampling.

The daily impingers analyzed by PDAB gave no indication of detectable exposure to
hypergols.
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TEST K13

Location: Orbiter Processing Facility
Date: March 1989
Category: Potential Exposure

A)

B)
C)
D)

TEST K13A

One sample from the eighteen placed in Areas I and II had a detectable amount of
analyte.

The duplicate samples from area I and II did not detect any analyte.
No color badges were available for sampling.

The liquid impinger samples from the second day detected slight exposure.

Location: EG&G Roof, Horizontal Placement
Date: March 1989
Category: Unlikely to be Exposed

A)

B)

)

D)

TEST K14

Six of the nine samples had quantifiable amounts of analyte. The samples that did not
indicate exposure were 3 capped blanks.

None of the samples were analyzed by an alternate method. The five samples
analyzed by the coulometric spike procedure gave similar results to the corresponding
"A" samples.

No color badges were available for sampling.

No impinger samples were collected from the area.

Location: EG&G Environmental Health Roof and Remote Antenna Site
Date: May 1989

Category: Unlikely to be Exposed

A)

B)

The citrate samples in black badges indicated quantifiable amounts when placed in
both the vertical and horizontal positions. The results from the samples in a horizontal
position were much greater than the vertical. The vertical black badges in area | and
2 had equivalent results. The black badge blanks did not detect any analyte.

The white badges were only placed in the horizontal position. All the samples gave
extremely high results, including the blanks.

The only samples to indicate analyte were the white badge samples placed in a
horizontal position,
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®)

D)

TEST K15

No color badges were available for sampling.

No impingers collected. No hypergols were anywhere in the vicinity so no
verification was needed.

Location: Rotating Service Structure, 39B
Date: August 1989
Category: Potential Exposure

A)

B)

&)

D)

TEST K16

All twelve of the white badges indicated detectable amounts of analyte, nine of the
results were above the quantitation limit.

One of the eighteen black badge samples indicated a detectable amount of analyte.

None of the samples analyzed by PMA detected any analyte. The samples analyzed
by the coulometric spike procedure gave similar results to corresponding "A" samples.

GMD prototype badges were used for the color dosimeters. They contained two
exposure windows, each with a different indicator. The upper window used PDAB
and the lower window used Vanillin. The vanillin section did not indicate exposure.
The PDAB section developed a slight yellow color; the reaction product formed by
exposure to hydrazine is an orange-red.

The daily impingers analyzed by PDAB gave no indication of detectable exposure to
hypergols.

Location: M&O Paint Shop
Date: August 1989
Category: Unlikely to be Exposed

A)

B)
o)

D)

The white badges consistently gave high results for the coulometric analysis. Four of
the six black badges indicated slight exposure with one result greater than the
quantitation limit.

Three of the white badge samples analyzed by PMA indicated exposure.

The color badges were not used during this test.

No liquid impinger samples were taken during this test.

20




TEST K17

Location: Aft Skirt Testing Facility
Date: August 1989
Category: Expected Exposure

A)

B)

0)

D)

TEST K18

The white badges consistently gave high results for the coulometric analysis. Nothing
was detected by the black badge samples.

None of the sample analyzed by PMA detected any analyte. The samples analyzed by
the coulometric spike procedure gave similar results to corresponding "A" samples.

GMD prototype badges were used for the color dosimeters. They contained two
exposure windows, each with a different indicator. The upper window used PDAB
and the lower window used Vanillin. The vanillin section did not indicate exposure.
The PDAB section developed a slight yellow color; the reaction product formed by
exposure to hydrazine is an orange-red.

The daily impingers analyzed by PDAB gave no indication of detectable exposure to
hypergols.

Location: Hypergol Maintenance Facility M7-961
Date: August 1989
Category: Potential Exposure

A)

B)

&)

D)

The white badges consistently gave high results for the coulometric analysis with the
exception of day one in Area 1. The black badges did not detect any analyte.

None of the sample analyzed by PMA detected any analyte. The samples analyzed by
the coulometric spike procedure gave similar results to corresponding "A" samples.

GMD prototype badges were used for the color dosimeters. They contained two
exposure windows, each with a different indicator. The upper window used PDAB
and the lower window used Vanillin. The vanillin section did not indicate exposure.
The PDAB section, of the badges issued for day two, developed a slight yellow color;
the reaction product formed by exposure to hydrazine is an orange-red.

No liquid impinger samples were taken during this test.

Details of the results of tests performed at NASA, WSTF are given in separate report [10]. In
general, high results were obtained on colorless badge samples exposed to sunlight that were analyzed
by coulometry but not with a WSTF ion chromatography method. WTSF found that the black badge
provided adequate protection from sunlight exposure. A slight decrease in the concentration of a
spiked sample was observed.
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Quality Assurance and Quality Control (QA/QC). To verify the proficiency of the
analytical laboratory, a set of spiked samples were incorporated into the field test. These badges
were prepared at NRL. They were then given to the industrial hygienist for random, blind
incorporation. Table 4 details the exposure of the spiked samples. The theoretical loading of the
badges was calculated and kept as proprietary information by the auditors.

Table 4. Spiked Citrate Samples for QA/QC

Sample Spiked Conc. Duration Volume®** e ug Analytical
Number with (ppb) (hrs) ()] Spiked Found Method
874 MMH * 4.6 6.9 1.7 1.7 Coul
875 MMH * 4.6 6.9 2.9 2.5 PMA
880 MMH * 90.6 136 28 26 Coul
881 . 90.6 136 37 24 PMA
898 MMH * 16 24 5.6 5.4 Coul
899 MMH * 16 24 7.4 5.2 PMA
972 MMH 0 0 0 0 0 Coul
903 MMH 0 0 0 0 nd PMA
1001 MMH 500 67.5 101 95 >87 Coul
1002 MMH 500 67.6 101 95 >27 Coul
1007 MMH 214 16 24 9.7 6.2 PMA
1008 MMH 214 16 24 9.7 11.4 PMA
1009 MMH 214 16 24 9.7 9.0 Coul
1010 MMH 214 16 24 9.7 11.1 Coul
1014 MMH 235 55 8.3 3.7 2.3 Coui
1015 MMH 235 55 8.3 3.7 4.3 Coul
1016 MMH 235 5.5 8.3 3.7 6.4 PMA
1017 MMH 235 5.5 8.3 37 3.9 Coul
1021 Hz 65 55 8.3 1.0 1.1 Coul
1022 Hz 65 5.5 8.3 1.0 3.9 PMA
1023 Hz 65 55 8.3 1.0 39 Coul
1024 Hz 65 5.5 83 1.0 1.9 Coul
* Conc. unknown. Amount spiked was determined by analysis of duplicates at NRL.

**Assuming collection rate of 25 ml/min.

The results from the analysis of the spiked samples are listed in Table 4. The analytical methLods
used were the coulometric titration procedure (Coul) and the PMA colorimetric procedure. The
industrial hygienist did not inform the analytical laboratory that some of the samples were to be
analyzed for Hz instead of MMH. Because of this, the analytical laboratory analyzed all the samples
for MMH exposure. This would not effect the coulometric titration results, but the colorimetric
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results could be off for the hydrazine samples. Therefore, the PMA results are of questionable value
for sample 1022.

DISCUSSION AND CONCLVSIONS

Laboratory Test. The molded polyethylene badge provides an excellent housing for the
collection disk. The diffuser minimizes face velocity effects and establishes a collection rate of 25
mi/minnte for MMH. At this sampling rate, detection of MMH at a concentration of 200 ppb MMH
requires a ten minute exposure when analyzed by the coulometric titration procedure. Ap upper
detection limit, or saturation limit of the badge, has not been defined. Quantifiable data was
obtained from exposures to 200 ppb MMH for 65 hours. Since the badge is simply the collection
mec .a, the detection limits of the sampler are dependant upon the analytical method selected. The
coulometric procedure is much more sensitive, but less selective than the available colorimetric
methods. If better analytical methods were available, then the detection limit could be decreased.

The badge is a simple plastic design and its current production cost is less than $0.25. Assembly
of the badge is simplified by its ability to be securely snapped together. The resulting badge is
durable and lightweight. These are desirable qualities for a disposable personal dosimeter. The
laboratory performance of the original white badge housing and the black badge modification was
acceptable.

The room-temperature instability of the analyte on the original prototype badge was improved
by replacing the substrate material used for the collection disk. The original polyester substrate
experienced a loss of analyte, decreasing by 30% to 75% in a period of twenty-four hours [5]. The
new filter paper substrate has exhibited no significai: loss of the analyte for periods of 7 days at
room temperature [8]. Long term storage is possible with either system, polyester or paper, if the
sample is stored in the refrigerator or extrz~ted and stored as a solution.

The effects of ammonia, freons, and isopropyl alcohol vapors were investigated and no
interference effects were found. In addition, the collection rate of the dosimeter was found to be
independent of the relative humidity of the exposure atmosphere

Field Test. The performance of the white badge housing using the filter paper substrate was
acceptable for sampling in locations with no sunlight exposure. The sunlight interference was noticed
in both coulometric and colorimetric analysis. The effect is much greater when the coulometric

analysis is used. Both field tests conducted at KSC and WSTF indicated the sunlight interference
effect.

To avoid this interference the badge was modified. The same mold was used to manufacture
the sampler, but black polyethylene was used. By substituting the black housing for the white
housing it is possible to use the badge in bright sunlight if care is taken not to point the badge
directly at the sun for any length of time. The black badge has been field tested and has performed
successfully. Field tests, conducted in the intense summer sun at KSC, indicated minimal
interference when used in vertical positions, test K14. When used in a horizontal position the sun
can penetrate directly through uhe diffusion holes and interact with the citrate surface, interfering




significantly with the coulometric and colorimetric analysis. As previously mentioned, the effect is
greatest with the coulometric procedure. Based on this, we recommend samples that are known to
have been exposed to sunlight be analyzed by the colorimetric procedure. Testing has been
conducted with the black badge at WSTF. A report containing the results will be issued in the near
future. WSTF has informed us that the black badge significantly reduced the sunlight interference
effect they had observed with the original white badge.

There was one other interference effect noted during the field testing. Badges placed in the
break rooms (lounges), where personnel smoked, exhibited elevated coulometric results, Field Test
K11. The tobacco smoke did not interfere with the PMA analysis of the duplicate badges or the
PDAB analysis of impingers. We recommend colorimetric analysis for samples that have significant
exposure to tobacco smoke.

Personnel found the badge easy to use. Its design allowed it to be worn without interfering with
ones duties. The analytical chemists found it simple to prepare and analyze. Application of the
badge could be simplified further by use of an identification/data sticker. It would have an assigned
sample number and contain spaces for exposure information. Included should be the desired analyte
(MMH or Hz) and the preferred analytical technique, if any, based on known exposure to an
interferant. When the badge is available for routine use, we feel it will be an asset to the industrial
hygienist in documenting Hz and MMH exposures. However, one must remember that passive
systems have inherent inaccuracy and results must not be expected to have accuracy greater than 30%
of the actual exposure.
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APPENDIX A
Reference 4-0-111 Page 1 of 2 Appendix 13.1
The badge preparation method used by Wiltech Analytical Laboratory are compiled in the

following Appendix. The method retains its internal Wiltech reference number under the
Appendix title.

13.1 MMH/N,H, DOSIMETER BADGE PREPARATION
13.1.1 Apparatus
13.1.1.1 Balance, top load.
2 Volumetric flasks, 100 ml.
3 Whatman No. 42 filter paper, 4.25 cm
4 Forceps, plastic.
S Kimwipes.
6 Polypropylene bags, 4 x 4 inches.
7 Labels.
.8 Bag sealer.
13.1.2 Reagents
13.1.2.1 Citric acid, monohydrate, HO,C(OH)C(CH,CO,H), H,O, reagent grade.
2 Methanol, CH4OH, reagent grade.
3 D.1. water.
13.1.3 Safetv - Refer to Section IV of 4-0-111 for safety requirements and specific hazards,
precautions, and emergency procedures concerning fire (Paragraph 4.4.1) and solvents
(Paragraph 4.4.3).
13.14 Preparation of Coating Solution
13.1.4.1 Transfer 30 g of citric acid into a 100 ml volumetric flask.
2 Add approximately 80 ml methanol to dissolve all crystals. Add methanol again to
mark. Mix,
.3 Allow the solution to age for at lease one full week before using. Solution should be

discarded if crystals start to develop in the solution or if the coating applied to the
film dries out or crystallizes.

This step is not necessary for badges using paper substrates, see text of this report.
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13.1.5
13.1.5.1

APPENDIX A
Reference 4-0-111 Page 2 of 2 Appendix 13.1

Assembly of Dosimeter

Wash dosimeter parts with warm soapy water by agitation (do not use brush); rinse
with D.I. water; pat dry. Blow the diffuser with GN, to ensure no water is lodged
in the holes.

Pour some of the coating solution into a 250 ml beaker and place the filter discs in the
solution and allow to soak for 5 minutes,

Load the disc in the dosimeter holder, ensuring the disc is free of wrinkles or
scratches. Press the spacer on top of the disc with forceps.

Let the coating cure at room temperature with disc uncovered for 3 to 4 minutes.

NOTE

Cured coating should be sticky and
shiny, not dried out with crystals.

This step is not necessary for badges using paper substrates, see text of this report.
Place the diffuser and then the cover on the dosimeter holder.
Properly label the dosimeter with lab number and data assembled.

Place the dosimeters in a polypropylene bag and store in a refrigerator.
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APPENDIX B

The badge analysis method used by Wiltech Analytical Laboratory are compiled in the following
Appendix. The method retains its internal Wiltech reference number under the Appendix title.
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8.1.1

2.1.1.1

.13
.14
.15
.16

8.1.2

8.1.2.1
.2
.3

APPENDIX B
Reference 4-0-111 Page 1 of 4 Appendix 8.1 PCR-5

DETERMINATION OF MONOMETHYL HYDRAZINE VAPOR CONCEN-
TRATION IN NITROGEN OR AIR

Apparatus

Spectrophotometer, UV-VIS, Varian Series 634, or
equal,

Cells, Silica, UV-VIS, 1 cm rectangular,
Balance, analytical.

Gas meter, wet test, precision, ASTM D1071, cali-
brated, or equal.

Air sampling pump.

Glass midget impinger, fritted, 170-220 p maximum
pore diameter,

Pipets, serological, 10 ml.

Pipets, volumetric, 0.5 ml, 1 ml, 2 ml, 4 m, lu ml,
15 m1, and 25 ml,

Flasks, volumetric, 100 ml, éOU ml, and 500 ml.
Glass vials with screw caps, 20 ml. |
Graduated cylinder, 250 ml.

Amber reagent bottle, 250 ml.

Glass wool,

Stopcock grease.

Flow control valve.

Tubing, Téf]on and Tygen, assorted sizes and
lengths.

Chemicals

Sulfuric acid H2504, concentrated, reagent grade.
p-Dimethylaminobenza]dehyde, p-DAB, reagent grade.

Monomethyl hydrazine sulfate salt, MMH:<HoSO04, re-
agent grade.

Methanol, CH30H, absolute, reagent grade.
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Safety

General - Refer to Section IV of Toxic Vapor Detec-
tor Calibration Manual 4-0-111 for safety require-
ments and specific hazards, precautions and emergen-
cy procedures concerning fire (Paragraph 4.4.1) and
hypergols (Paragraph 4.4.4.,)

Safety Equipment (Personal)

Face shield.

Laboratory coat or rubber apron.
Gloves, chemical-resistant,

Safety Equipment (Laboratory)

Fume hood.

Safety shower and eyewash fountain.
MMH concentration monitoring device.

Fire extinguisher,

HARNING

Monomethy! hydrazine is a suspected
carcinogenic chemical. Handle hydrazine
only in a fume hood. Avoid all oxidizing
agents., Wear personal safety equipment.
Note location of the closest fire extin-
guisher, safety shower, and eyewash
fountain. Ensure test area conforms to
good housekeeping standards. Monitor
working area MMH concentration with a
calibrated monitoring device.

Preparation of Reagents

Sulfuric acid absorbing solution, 0.1 N (nominal)~-
Pipet 3 ml of concentrated sulfuric acid into 1
liter volumetric flask containing approximately 500
ml D.1. water, mix, and bring volume to mark with
D.I. water. ‘

p-DAB Solution - Mix 1,6 g p-DAB, 5 ml concentrated
H2S04, and 200 ml methanol in an amber reagent
bottle. Store in dark place., Shelf life of the
solution is two weeks.
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Monomethyl hydrazine stock solution - 100 ppm -
Transfer 0,157 g of MMH-H2S04 salt, weighed to the
nearest 0,01 mg, to a 500 ml volumetric flask con-
taininy about 100 ml of 0.1 N H2S04. Mix. Fill to
the mark with 0.1 N H2S04.

MMH working standard solutions - Pipet 0.5, 1.0, and
2.0 ml! of monomethyl hydrazine stock solution re-
spectively into 100 ml volumetric flasks and bring
to volume with 0.1 N H2S04. The concentrations of
the working standard solutions are 0.5, 1.0, and 2.0
ppm.

Sampling of Monomethyl Hydrazine Vapor

Set up the sampling apparatus as in Figure 1,

Pipet 25 m)l of 0.1 N HpS04 into the impinger, grease
the stopper lightly, and close.

Turn on the air pump and adjust the flow rate con-
trol valve to pass 0.5 liter per minute flow.

Attach the inlet of midget impinger to hydrazine
vapor source with a short piece of Teflon tubing.

As a guide, sample 6 liters for 1.5 ppm monomethy]l

hydrazine vapor and 3 11ters for 5 ppm monomethyl
hydrazine vapor,

Analysis of Sample

Pipet 10 ml of 0.1 N H2S04, 0.5 ppm, 1.0 ppm, and 2
ppm working standard solutions and sample solutions
respectively into labeled glass vials. The 10 m! of
0.1 N H2S04 solution is used as reagent blank.

Pipet 4 ml of p-DAB solution into each vial; cap, and
mix thoroughly.

After 30 minutes, zero the spectrophotometer with
reagent blank at 457 nm and slit 2,

Read the absorbances of the standard and sample
solutions against reagent blank,

NOTE

Refer to spectrophotometer instruction
manual as required,
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8.1.6.5 Plot absorbance readings vs. concentrations of the
standard solutions.

.6 Determine from the standard curve the concentrations
of MMH present in each sample solution.

8.1.7 Calculation
ppm MMH in nitrogen (or air) = 13.3 A
v
A = ppm of MMH in sample solution
V = liters of MMH vapor sampled
C o
] Flow 2 //"\\\
Glass <:::)
Wool
. O O
s Flow
. Control. Pump
Scrubber Valve  yeT TEST
METER

FIGURE 1 - HYPERGOLIC FUEL VAPOR SAMPLING APPARATUS
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DETERMINATION OF HYDRAZINE VAPOR CONCENTRATION IN
NITROGEN OR AIR

Apparatus

Spectrophotometer, UV-VIS, Varian Series 634, or
equal.

Cells, Silica, UV-VIS, 1 cm rectangular.
Balance, analytical. -

Gas meter, wet test, precision, ASTM D1071, cali-
brated, or equal,

Air sampling pump.

Glass midget impinger, fritted, 170-220 g maximum
pore diameter.

Pipets, serological, 10 ml.

Pipets, volumetric, 0.5 ml, 1 ml, 2 ml, 10 ml, 15
ml, and 20 ml.

Flasks, volumetric, 100 ml, éOO'ml, and 500 ml.
Glass vials with screw caps, 20 ml,

Graduated cylinder, 200 ml,

Amber reagent bottle, 250 ml.

Glass wool,

Stopcock grease.

Flow control valve,

Tubing, Teflon and Tygon, assorted sizes and
lengths.

Chemicals

Sulfuric acid, H»S04, concentrated, reayent grade,
p-Dimethylaminobenzaldehyde, p-DAB, reayent grade.
Hydrazine sulfate, (N2Hg).H2S04, reagent grade.

Methanol, CH30H, absolute, reagent grade.
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0. I. water.

Safety

General - Refer to Section IV of Toxic Vapor Detec-
tor Calibration Manual 4-0-111 for safety require-
ments and specific hazards, precautions and emergen-
cy procedures concern1ng fire (Paragraph 4. 4 1) and
hypergols (Paragraph 4.4,4,),

Safety Equipment (Personal)

Face shield.

Laboratory coat or rubber apron.

Gloves, chemical-resistant.

Safety Equipment (Laboratory)

Fume hood.

Safety shower and eyewash fountain.

NoH4 concentration monitoring device.

Fire extinguisher.

WARNING

Hydrazine is a suspected carcinogenic
chemical, Handle hydrazine only in a
fume hood. Avoid all oxidizing agents.
Wear personal safety equipment. Note
location of the closest fire extinguish-
er, safety shower, and eyewash fountain.
Ensure test area conforms to good house-
keeping standards. Monitor working area
hydrazine concentration with a calibrated
monitoring device,

Preparation of Reagents

Sulfuric acid absorbing solution, 0.1 N (nominal)-
Pipet 3 ml of concentrated sulfuric acid into 1
liter volumetric flask containing approximately 500
ml D.I. water, mix, and bring volume to mark with
D.1. water.

p-DAB Solution - Mix 1.6 g p-DAB, 5 ml concentrated

H2504, and 200 ml methanol in an amber reagent
bottle. Store in dark olace. Shelf lifa nf rha
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Hydrazine stock solution - 100 ppm - Transfer 0,204
g of (N2Hg).H2S504 salt, weighed to the nearest 0.01
mg, to a 500 ml volumetric flask containing about
100 m1 of 0.1 N H2S04. Mix. Fill to the mark with
0.1 N H2S04.

Hydrazine working standard solutions - Pipet 0.5,
1.0, and 2.0 ml of hydrazine stock solution respec-
tively into 100 ml volumetric flasks and bring to
volume with 0.1 N H2S04. The concentrations of the
working standard solutions are 0.5, 1.0, and 2.0
ppm.

Sampling of Hydrazine Vapor

Set up the sampling apparatus as in Figure 1.

Pipet 25 ml of 0.1 N H2S04 into the impinger, grease
the stopper lightly, and close.

Turn on the air pump and adjust. the flow rate con-
trol valve to pass 0.5 liter per minute flow.

Attach the inlet of midget impinger to hydrazine
vapor source with a short piece of Teflon tubing.

As a guide, sample 6 liters for 1.5 ppm hydrazine
vapor and 3 liters for 5 ppm hydrazine vapor.

Analysis of Sample

Pipet 10 ml of 0.1 N H2S04, 0.5 ppm, 1.0 ppm, and 2
ppm working standard solutions and sample solutions
respectively into labeled glass vials. The 10 ml of
0.1 N H2S04 solution is used as reagent blank.

Pipet 0.5 ml of p-DAB solution into each vial; cap, and
mix thoroughly.

After 30 minutes, zero the spectrophotometer with
reagent blank at 457 nm and slit 2.

Read the absorbances of the standard and sample
solutions against reagent blank.

NOTE

Refer to spectrophotometer instruction
manual as required.

36




APPENDIX B
Reference 4-0-111 Page 4 of 4 Appendix 8.2 PCR-6

8.2.6.5 Plot absorbance readings vs. concentrations of the
standard solutions.

.6 Determine from the standard curve the concentrations
of hydrazine present in each sample solution.

8.2.7 Calculation

ppm NoHg4 in nitrogen (or air) = 19.1 A
v

A = ppm of hydrazine in sample solution
V = liters of hydrazine vapor sampled
r ‘hj
J  Flw N
Glass <:::>
Wool
. o ©
2t Flow
. Control Pump
Scrubber Valve et TEST
METER

FIGURE 1 - HYPERGOLIC FUEL VAPOR SAMPLING APPARATUS
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DETERMINATION OF MMH AND NyHg CONCENTRATION COLLECTED
ON DOSIMETERS USING PHOSPHOMOLYBDIC ACID (PMA) METHOD

Agoaratus

Balance, top load.

Dark bottle, 500 ml,

Spectrophotometer, Spectronic 21 or equal.
Sample tube for spectrophotometer.
Temperature-controlled environment.
Vo]umetric,flasks, 25 .3, 100 mi, 2 liter.
Beakers, 500 ml.

Grad;ated cylinder, 500 ml.

Magnetic stirrer and stirring bar,
Syringe, 50 ul,.

Whatman No. 41 filter paper.

Unexposed dosimeter badges, as prepared in Appendix
13.1.

Micropipets, 10, 20, 50, and 100 pl sizes, with dis-
posable * ps.

Reagents

Phosphomolybdic acid, 20M0o03-2n3P04°48H20, reagent
grade.

Hydrochloric acid, HCl, reagent gygrade.
Hydrazine, NpHgq, reagent grade.
Monomethyl hydrazine, MMH, reagent grade.
D.I. water.

Ice.
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13.2.3 Safety - Refer to Section IV of 4-0-111 for safety
requirements and specific hazards, precautions, and
emergency procedures concerning fire (Paragraph 4.4.1),
hypergols (Paragraph 4.4.4), and acids (Paragraph
4.4.6).

13.2.3.1 Safety Equipment (Personal)
13.2.3.1.1 Face shield.
.2 lLaboratory coat or rubber apron.

.3 Gloves, chemical-resistant.

WARNING

Concentrated sulfuric acid is very
corrosive. MWear gloves while handling
this chemical.

13.2.3.2 Safety Equipment (Laboratory)
13.2.3.2.1 Fume hood,.
.2 Safety shower and eyewash fountain.
.3 MMH and NpHg vapor concentration monitoring devices.

.4 Fire extinguisher.

WARNING

Monomethyl hydrazine and hydrazine
are suspected carcinogenic chemicals.
Handle MMH and NpHgq in a fume hood.
Avoid all oxidizing agents. Wear
personal safety equipment. Note
location of the closest fire exting-
uisher, safety shower, and eyewash
fountain. Ensure test area conforms
to good housekeeping standards,
Monitor working area MMH and NpHg
concentrations with a calibrated
monitoring device.
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Preparation of Reagents

Phosphomolybdic acid color develop solution: Stir 9
grams of PMA in 300 ml of D.I. water in a beaker over-
night. Filter into a dark bottle and store in a dark
place. Do not allow the solid or liquid reagent to
contact metal,

Hydrochloric acid, U.1M: Add 8.6 ml of HC1 to a 2-
liter volumetric flask containing approximately 1 liter
D.I. water, Add D.I., water to mark and mix.

Stock hydrazine solution, 320 pg/ml: Fill a 100 ml
volumetric flask to mark with 0.1N HC1 solution. Aad,
below the surface, 31.7 pl NpHg to the solution. Mix
well.

Stock MMH solution, 320 wg/ml: Fill a 100 ml volumet-
ric flask to mark with 0.1N HCl solution, Add, below
the surface, 36.6 pul MMH to the solution. Mix well,

Determine the actual concentration of the stock NpHg or
MMH solution by coulometric analysis as outlined in
Appendix 8.11 of 4-0-111 using 10 p] of the stock
solution for the analysis,

Reagent blank and working standards: Extract one
previously prepared, unexposed dosimeter badgye for the
reagent blank and each standard to be used., Extract by
placing the paper badge in 8 ml of 0.1N HC1 and place
on a magnetic stirrer for approximately 1 minute.
Transfer the solution to a labeled 25 ml volumetric
flask. Rinse otff badge with 5 ml of 0.1N HC1 and add
this portion to the contents of the volumetric flask.
Add the amount of NpHg or MMH stock solution listed in
the table below to each standard flask to yield the
desired concentration.

Number of ul Concentrations
NoHgq MMH
0 (blank) 0 0
10 3.17 3.20
20 6.34 6.40
50 15.85 16.00
100 31.70 32.00

Analysis of Dosimeter Samples

Extract the sample badges in the same manner that the
unexposed badges were extracted in Paragraph 13.2.4.6.

Add 7.5 ml of PMA to each of the 25 ml flasks contain-

ing blank standards and samples. Fill to mark with
0.1IN HCY. Mix.
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Digest each of the 25 ml flasks at 879C for 50 minutes.
Cool in ice bath to stop reaction.

Allow solution to come to room temperature.

Obtain absorbance readings at 730nm within 30 minutes.

Zero instrument with D, I. water. Read reagent blank,
standards, and samples against D. I. water.

NOTE

Refer to instrument manual as required.

Calculation

Plot absorbance vs. concentration of the standards.

Read the result of the samples directly in pg from the
graph, ’
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DETERMINATION OF MMH AND NoHgq COLLECTED ON DOSIMETERS

USING COULOMETRIC METHOD

Aggaratus

Coulometer, 0.1lma, 30mv, with platinum wire

electrodes.

150 ml beaker with 40 ml mark, used as reaction vessel.

Stirring bar and magnetic stirrer,

Recorder, Soltec Model 1241, or equal.

Volumetric flask, 2 liter,
Forcep, plastic.
Pipet, graduated, 10 ml.

Scoop, two scoops yield approximately 0.4 g

Reagents

Potassium brpmide, KBR, reagent grade.
Sulfuric acid, HpS04, concentrated, reagent
D.I. water.

Hydrazine, NoHgq, reagent grade.

Monomethylhydrazine, reayent yrade,

Safety

KBr.

grade.

Refer to Section IV of 4-0-111 for safety requirements

and specific hazards, precautions,

and emergency proce-

dures concerning fire (Paragraph 4.4.1), hypergols
(Paragraph 4.4.4), and acids (Paragraph 4.4.6).

Safety Equipment (Personal)
Face shield.
Laboratory coat or rubber apron.

Gloves, chemical-resistant.
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WARNING

Concentrated sulfuric acid is very
corrosive, Wear gloves while handling
this chemical.

Safety Equipment (Laboratory)

Fume hood.

Safety shower and eyewash fountain.

MMH and NpHg vapor concentration monitoring devices.

Fire extinguisher.

WARNING

Monomethyl hydrazine and hydrazine are
suspected carcinogenic chemicals.

Handle MMH and NoHg in a fume hood.
Avoid all oxidizing agents., Wear
personal safety equipment. Note location
of the closest fire extinguisher, safety
shower; and eyewash fountain. Ensure
test area conforms to good housekeeping
standards. Monitor working area MMH and
NoHg4 concentrations with a calibrated
monitoring device.

Preparation of Reagents

Sulfuric acid, 0.1M: Pipet 5.6 ml of HpSO4 concentra-
tion into a 1000 ml volumetric flask containlng approx-
imately 700 ml of D.[. water. Add D.I. water to the
mark. Mix well.

Hydrazine stock solution, 100 ppm: Fill a 100 ml
volumetric flask to the mark with 0.1M H2S04 solution.
Add, below the surface, 10 pl of NpHg into the solu-
tion., Mix well. Solution is stable for one week.

MMH stock solution, 100 ppm: Fill a 100 ml volumetric
flask to the mark with 0.1M H2S04 solution. Add, below
the surface, 11.4 4l of MMH into the solution, Mix
well, Solution is stable for one week.
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Instrument Preparation

Set recorder parameters as follows:

Range - 500 mv
Speed - 60 cm per hour

Turn coulometer power on,

Fill the glass vessel containing a stirring bar to the
mark with 0.1M H2SQ4.

Place the glass vessel on the magnetic stirrer, Stir
at medium speed.

Add 1.5 scoops of KBr to the solution. Stir until KBr
is dissolved. :

Place the electrodes in the solution. Ensure the
electrolyte (0.1M HpSO4) in the bromine generating

electrode is approximately 1 inch above the solution in
the vessel.

Turn on the recorder and lower the pen to start record-
ing. When the line on the chart paper is level, simul-
taneously activate the coulometer CELL switch and the
recorder marker,

Wihen the recording line deflects upward approximately
1-1/2 inches, deactivate the cell switch, 1ift up the
recorcer pen, and promptly place the electrode in clean
D.1. water,

Discard the solution in the vessel; rinse the vessel
with D.I. water, then with 0.1M H5S0q4.

Measure the reaction time in terms of distance in cm.

Repeat Paragraphs 13.3.6.3 and 13.3.6.10 until three
consecutive runs indicate the same distance. This is
the blank value,.

To ensure that the instrument is functioning properly,
repeat Paragraphs 13.3.6.3 to 13.3.6.10 with 30pl1 of
N2Hga stock solution added to 0.1M HpSO4 in the vessel.
The measured distance should be 6.0 ¢cm +/-0.2 cm. If
this distance cannot be achieved, notify the shift
chemist,
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Analysis of Dosimeter Samples

Place dosimeter spacer and disc into the reaction
vessel containing approximately 35 ml 0.1M HpS04 and
stir for approximately 30 seconds.

While taking them out, rinse the spacer and disc with

“approximately 10 ml O.1M HpSO4. Ensure the volume of

solution in the reaction vessel is 40 ml.

Repeat Paragraphs 13.3.6.4 through 13.3.6.10.

Calculation

moles MMH (or NoHg) =

(cm specimen - cm blank) x 60 sec x (.1x10-3 amp)

min
chart speed cm x 96486 x 4e- (amp-sec)
min mole

ug MMH = moles MMH x 4.6 x 107

. 48 MMH = net cm for analysis titration x 0.715
B9 NoHg = moles NpHg x 3.2 x 107

Hg No2Hgq = net cm for analysis titration x 0.497

(ug MMH) (24.45 1/mole)
(46.07 g/mole (1 sampled)

(ug N,H,) (24.45 1/mole)
(32.05 g/mole) (1 sampled)
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APPENDIX C

Data tables for the KSC Field Testing

of the Citrate Sampler.

The data for each individual test is presented in one table.
The first column indicates the type of sample and distinguishes area and personnel samples.

The second column is used to designate the sampling site. At each test location two sites were
selected.

The column titled "Day" indicates the day(s) the sample was exposed. For samples that were
placed on a Monday and collected on Friday a "to 5" would appear.

The results of the analysis are in the remaining columns labeled A, B, C, and D.
The "A" column contains the coulometric titration results.

The "B" column contains the PMA results unless indicated by an * which indicates the
coulometric spike procedure was used.

The "C" column is used for color badge results. NC is used to indicate No color.

The "D" column is used for the PDAB results obtained from the liquid impinger samples.




DATA FROM FIELD TEST K01

PPM
MICROGRAMS HRS PPM
TYPE AREA DAY -A 8 o o]
CITRATE PERSONNEL 1 1 0
2 1 0.11
1 2 0.07
2 2 0.07
1 3 0.1
2 3 0.07
1 4 0.14
2 4 0.07
1 5 0.07 3.5
2 5 0.07 2.92
CITRATE AREA 1 70 1 0.04
1 10 1 0.07
2 10 1 *0.07
2 0 0.04
1 0 3 0.07
1 0 3 0.1
2 0 3 0.07
2 0 3 0.18
1 M0 5 0.07 3.1
1 0 5 0.07 2.92
2 10 S 0.07 1.96
2 10 5 0.04 2.53
CITRATE LAB BLANK WT 0.04
W <0.04
[h¢ 0.04
wT 0.07
COLOR AREA 1 10 S NC
2 70 5 NC
IMPINGER AREA 1 1 <0.05
2 1 0.06
1 2 <0.05
2 2 <0.05
1 3 <0.05
2 3 <0.05
1 4 <0.05
2 [3 <0.05
1 S <0.05
2 5 <0.05
* Analyzed by coulometric spike procedure.
Detection Limit = 0,12 ug (coul)
Quant timit = 0.4 ug (coul)

48




DATA FROM FIELD TEST KO2

TYPE AREA

CITRATE PERSONNEL BOTH

CITRATE AREA

NN = ca R = = NN - -

CITRATE FIELD BLANK

CITRATE LAB BLANK WT
wT
1
wT
wr
WY

COLOR AREA (9]
)

IMPINGER AREA

1
2
1
2
1
2
1
2
1
2

10
10
10
T0
10
10
10
10
T0
T0
10
T0

10
T0

DAY

VAW WU NN 2 -

VI W W N W W W W = e e

w

WM WV W NN 2

A

0.07
0.04
0.21
0.79
0.32
0.25
0.07
0.47
0.04
0.1

0.04
0.07
0.1
0.07
0.04
0.04
0.04
0.04
0.04
<0.04
<0.04
<0.04

0.07
.11
0.36
0.1

0.07
<0.04
<0,04
0.04
0.07
0.07

PPM

. MICROGRAMS HRS

B c

3.7

4.2
3.8
3.1
2.8
*0.36
*0.18
3.6
2.5

2.9
2.1
2.1
2.5

NC
NC

PPM

<0.05
<0.05
<0.05
<0.05
<0.05
<0.05
<0.05
<0.05
<0.05
<0.05

* Analyzed by the coulometric spike procedure.

Detection Limit = 0,12 ug (coul)
Quant Limit = 0.4 ug (coul)
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DATA FROM FIELD TEST KO3

TYPE AREA

CITRATE PERSONNEL

[N R N R R N L

CITRATE AREA

NN = = NN e NN =

CITRATE FIELD BLANK

CITRATE LAB BLANK WT
wT
wT

CITRATE BLANK

COLOR

IMPINGER AREA

N e N 2 N =R - N -

T0
10
T0
T0
T0
10
T0
T0
T0
T0
10
10

DAY

VL W NN e

[V R IV IRV RV RV P ¥

MICROGRAMS

A

1.36
0.07
0.04
0.07
0.1
2.6

0.07
0.14
0.1
0.18

<0.04
<0.04
0.04
0.04
0.07
0.07
0.07
0.07
0.07
0.25
0.1
0.14

0.07
0.1
0.04
0.07
<0.04
0.04
0.1

*0.14

*0.86

PPM
HRS

N/A

PPH

<0.05
<0.05
<0.05
<0.05
<0.05
<0.05
<0.05
<0.05
<0.05
<0.05

* Analyzed by coulometric spike procedure.

Detection Limit = 0.12 ug (coul)

Quant Limit = 0.4 ug (coul)
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DATA FROM FIELD TEST K04

TYPE AREA

CITRATE PERSONNEL BOTH
BOTH
BOTH
BOTH
BOTH
BOTH
BOTH
BOTH
BOTH
BOTH

CITRATE AREA

NN s s NN = = NN

CITRATE FIELD BLANK 1
2
EG&G
EGLG

CITRATE LAB BLANK WT
wT
WT
WY

CITRATE BLAKK

COLOR AREA 1
2
COLOR PERSONNEL BOTH
BOTH
BOTH
BOTH

IMPINGER AREA

N = Nt N = BN = N

* Analyzed by coulometric spike procedure.

10
T0
T0
T0
T0
T0
10
T0
T0
10
T0
T0

DAY

VW wW NN e o

[V Y Y Y I Y Y Y el

AV IV RV IV RV RV, |

VA WV W NN s -

MICROGRAMS
A B

0.14
0.04
0.07
0.04

0.04
0.04
0.04
0.07

Detection Limit = 0.12 ug (coul)

Quant Limit = 0.4 ug (coul)

PPM
HRS

NC
NC
NC
NC
NC
NC
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PPM

<0.05
<0.05
<0.05
<0.05
<0.05
<0.05
<0.05
<0.05
<0.05
<0.05




DATA FROM FIELD TEST K06

TYPE AREA

CITRATE PERSONNE.

CITRATFE  AREA

NN = e DN == NN -

CITRATE BLAKK EGRG
EG&G
EG&G
EG&G
EG&G
EGRG
EGEC

CITRATE FIELD BLANK 1
2

1

2

CITRATE LAB BLANK WT
wT

wT

COLOR AREA

[N VI N O S I

IMPINGER AREA

N =2 N =N - N =

10
10
10
10
10
10
10
10
10
T0
T0
T0

10

T0
10
T0
10

T0
70
T0
T0
T0
10
T0
T0
T0
10

DAY

LT IR AL RV I VI VB s~ 2N

s SN

"~ W NN

S W NN =

B W W NN .

*Analyzed by coulometric spike procedure.

- MICROGRAMS
A B
0.04
.21 *0.57
0.04
0.04
0.32 *0.21
0.36 *0.32
0.07
0.1
0.32
0.1 *0.38
0.07 *0.31
0.18
0.07

*0.21

0.4 *0.5
0.13 *0.54
0.02
0.04 *%
0.79 "1
0.07
voID *0.14
0.04 *0.04
0.04 *0.04
0.07 *0.45
0.61 *0.04
0.04
0.04 *0.04
0.04
0.04
0.01
**0.1

PPM
HRS

NC
NC
NC
NC
NC
NC
NC
NC
NC
NC

PPM

<0.
<0,
<0.
<0.
<0
<0.
<0.
<0.

Detection Limit =

Suspected of misnumbering

05
05
05
05

.05

05
05
05

0.12 ug (coul) Quant Limit = 0.4 ug (coul)
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DATA FROM FIELD TEST KO7

TYPE

CITRATE AREA

CITRATE PERSONNEL

CITRATE BLANK

COLOR AREA

IMPINGER AREA

AREA

.. N N N NN 2 e 2 s

N =2 N s N - N - N

10
10
T0
10
10
10
10
T0
T0
T0
10
T0

10
T0
10
T0
T0
T0
T0
T0
T0
T0

DAY

WV N Nt N W W W = = s

LV I N VI O L VAT A V. B N (V. ERV R N

[V IRV Y L R VR V2 RN B N R )

MMH

MICROGRAMS

A B
3.18 <0.5
4.58 0.9
1.57 <0.5
0.57 0.7
8.65 2.2
18.66 1.1
3.7% <0.5
1.86 <0.5
13.59 0.7
23.67 <0.5
2. <0.5
2.57 <0.5
5.58 3.25
5.1 6.29
8.79 <0.5
11.26 2.6
8.4
12.1
1.75
1.43

Detection Limit

PPK
HRS

NC
RC
NC
NC
NC
NC
NC
NC
<0.07
<0.07

PPM

COMMENT

THE "A" BADGE WAS WET

COLOR AFTER AFTER HC! EXPOSURE

<0.0¢
<0.05
<0.05
<0.05
<0.0%

0.28
<0.05
<0.05
<0.05
<0.05

= 0.12 ug (coul)
Ouant limit = 0.4 ug (coul)
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DATA FROM FIELD TEST KO8

TYPE

CITRATE AREA

CITRATE BLANKS

CITRATE BLANK

COLOR AREA

IMPINGER AREA

AREA

TO
T0
T0
10
70
T0
TO
10
10
10
T0
10

NN NN NN RN 2 et s s s

T0
T0
10
10
T0
T0
T0
10
T0
10

N RN NN RN s o s o s

OFFICE
OFFICE

70
T0
T0
T0
10
10
T0
T0
T0
10

NN N NN 2 2 s o -

N = N == N s N s )

Detection Limit = 0.12 ug (coul)

DAY

WS W N LW N - VI N W e e W W

Vi W N - NN =

VS NN

HYDRAZINE
MICROGRAMS
A 8
5.29 <1.5
6.21 <1.5
4.85 <1.5
5.96 <1.5
9.02 <1.5
9.99 <1.5
1.42 <1.5
0.97
1.12 <1.5
0.75 1.5
0.37 <1.5
0.12 <1.5
3.85
3.16
3.21
5.09
4.35
2.24
0.55
1.09
1.64
0.87
<0.03
0.22 <1.5

Quant limit = 0.4 ug (coul)

PPM
HRS
c

NC
NC
NC
NC
NC
NC
NC
NC
NC
NC

PP
D

<0.02
<0.02
<0.02
<0.02
<0.02
<0.02
<0.02
<0.02
<0.02
<0.02

COMMENT

* NO (A, B) DESIGNATE
BLIND BLANKS




DATA FROM FIELD TEST KO9

TYPE

CITRATE AREA

CITRATE BLANK

COLOR AREA

IMPINGER AREA

PPM
MI1CROGRAMS HRS PPM
AREA DAY A B c 0

1 TO 1 5.08 .-

1 70 1 5.61 N/A

1 0 3 6.36 --

1 0 3 8.58 --

1 0 3 7.61 --

1 0 3 8.08 * 7.6

2 10 1 3.00 .99

2 0 1 2.54 *2.56

2 0 3 5.68 -

2 10 3 2.72 N/A

2 0 3 3.54 *3.52

2 0 3 3.25 K/A

1 0 1 3.47

1 10 2 2.93

1 0 3 4.25

1 10 3 2.90

1 10 3 3.18

2 0 1 2.1

2 0 2 1.93

2 0 3 2.25

2 0 3 1.75

2 0 3 >43.8

1 10 1 <0.07

1 T0 2 0.07

1 0 3 0.14

1 10 3 0.14

1 70 3 0.14

2 10 1 <0.07

2 T0 2 <0.07

2 0 3 <0.07

2 70 3 <0.07

2 10 3 <0.07

1 1 0.05

2 1 0.1

1 2 <0.1

2 2 <0.1

1 3 <0.1

2 3 <0.1

* Analyzed by coulometric spike procedure.
-- SPEC 20 broken, samples lost.

Detection Limit = 0.12 ug (coul)
Quant Limit = 0.4 ug (coul)

COMMENTS

SUSPECT DATA
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DATA FROM FIELD TESY K10

PPM
TYPE AREA DAY - MICROGRAMS HRS PPN COMMENTS
A 8 c D
CITRATE AREA 1 0 1 12.58  «<1.5
1 10 1 13.01  «<1.5
1 10 3 27.78 <«1.5
1 70 3 20.20 «<1.5
1 0 5 -- <1.5 NET
1 10 5 -- <1.5 "
* CITRATE AREA 1 0 1 0.04
1 T0 1 0.07
1 70 3 2.07
1 0 3 1.5
1 T0 5 -
1 105 --
CITRATE BLANK 2 3 2.82
2 4 1.32
2 5 1.7
CITRATE BLANK 1 10 1 6.44 <1.5
1 10 2 12.19 <15
1 o 3 6.47 <1.5
1 10 4 8.72 <1.5 MAY HAVE BEEN WET, DRY AT ANALYSIS TIME
1 10 5 13.94 <1.5 WET
COLOR AREA 1 70 1 NC
1 10 2 NC
1 10 3 <0.07
1 0 & .- WET
1 70 S .- CONTAMINATED WITH SAND
IMPINGER  AREA 1 1 <0.05
1 1 <0.05
1 2 <0.05
1 2 «<0.05
1 3 <0.05
1 3 <0.05
1 4 <0.05
1 4 <0.05
1 S <0.05
1 5 <0.05

BLANKS AND STANDARDS
7/12/88 7/13/88 7/14/88 7/15/88 7/18/88

100 PPM STD 96.5 104 106 106 105
WT BLX 1 0.1 0.11 0.18 .57 .18
WT BLK 2 0.18 o.1 0.18 1.07, .43 1.07
MYLAR BLK 0.07 0.07 <.04 1A

AVERAGE OF WT BLK 1 AND 2 USED TO CORRECT DATA

* A Mylar substrate was used for these samples.

Detection Limit = 0.12 ug (coul)
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DATA FROM FIELD TEST K10A

TYPE

CITRATE AREA

CITRATE BLANK

IMPINGER AREA

PPM
MICROGRAMS KRS PPM  COMMENTS

AREA DAY A B C D

1 70 1 .- <1.0

1 T0 1 <0.04 <1.0

1 0 3 <0.04 .-

1 0 3 «<0.04 <1.0

] T0 5 <0.04 --

1 10 S 0.0% <1.0

2 10 1 0.04 <1.0

2 10 1 0.21 <1.0

2 0 3 0.09 <1.0

2 10 3 0.27 <1.0

2 0 S 0.13 <1.0

2 0 5 0.09 1.0

1 10 1 <0.04 <1.0

1 0 3 <0.04 <1.0

1 10 5 0.13 <1.0

2 10 1 <0.04 <1.0

2 0 3 <0.04 <1.0

2 0 5 0.09 1.2

1 1 <0,05
2 1 <0.05
1 2 <0.05
2 2 <0.05
1 3 <0.05
2 3 <0.05
1 4 <0.05
2 4 <0.05
1 5 <0.05
2 D) <0.05

BLANKS AND STANDARDS
1/717/89 1/19/81/23/89

100 PPM STD 102 109 104
WT BLK 1 0.18 0.18 0.04
WT BLK 2 -- 0.29 ©

AVERAGE OF WT BLK 1 AND 2 USED TO CORRECT DATA

measesasscamsescesamEvessesEtTerssasteastretsanacnananscaannEn D ene

-- Samptes lost

Detection Limit = 0.12 ug (coul)
Quant limit = 0.4 ug (coul)
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DATA FROM FIELD TEST K11

PPM
T1YPE AREA DAY MICROGRAMS HRS PPM
A 8 c 4
CITRATE AREA 1 70 1 .- <1.0
1 10 0.29 <1.0
1 0 3 0.45 <1.0
1 70 3 0.45 <1.0
1 0 5 0.5 * 0.7
1 70 S 0.3 * 0.5
2 10 1 0.07 <1.0
2 70 1 0.14 <1.0
2 0 3 0.23 <1.0
2 0 3 0.45 <1.0
2 0 5 0.21 * 0.21
2 70 5 0.14 * 0.4
CITRATE BLANK 1 10 1 0.07 <1.0
1 0 3 0.3 <1.0
1 0 S <0.04 *<0.04
2 10 1 0.07 <1.0
2 10 3 0.5 <1.0
2 0 S <0.04 *<0.04
IMPINGER AREA 1 1 <0.05
2 1 <0,05
1 2 <0.05
2 2 <0.05
1 3 <0,05
2 3 <0.05
1 4 <0.05
2 4 <0.05
1 5 <0.05
2 S <0.05

BLANKS AND STANDARDS
2/14/89 2/16/89 2/20/89

100 PPM STD 100 104 103
WT BLK 1 0.04 0.07 0.04
WT BLK 2 0.00 0.09 0.04

AVERAGE OF WT BLK 1 AND 2 USED TO CORRECT DATA

................................................................ erememesmen

* Analyzed by the coulometric spike procedure.

petection Limit = 0.12 ug (coul)
guant Limit = 0.4 ug (coul)
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DATA FROM FIELD TEST K12

. PPM
MICROGRAMS HRS PPM COMMENTS
TYPE AREA DAY A B c D
CITRATE AREA 1 10 9 <0.03 <1.0
1 10 1 <0.03 <1.0
1 T0 3 <0.03 .-
1 T0 3 <0.03 <1.0
1 To* 7 <0.03 <1.0
1 To* 7 0.25 <1.0
2 70 1 <0.03 .--
2 T0 1 0.1 <1.0
2 10 3 <0.03 ---
2 0 3 0.03 <1.0
2 To* 7 0.6 <1.0
2 10* 7 0.5 <1.0
CiTRATE BLANK 1 10 1 0.05 <1.0
1 0 3 0.1 ---
1 T0* 7 <0.03 <1.0
2 70 1 <0.03 <1.0
2 0 3 <0.03 <1.0
2 To* 7 <0.03 <1.0
IMPINGER AREA 1 1 <0.02
2 1 <0.02
1 2 <0.02
2 2 <0,02
1 3 <0.02
2 3 <0.02
1 4 <0.02
2 4 <0.02
1 7 <0.02
2 7 <0.02

BLANKS AND STANDARDS
2/22/89 2/24/89 2/28/89

100 PPM STD 99.6 98.5 96.7
WY BLK 1 0.07 0.0 0.0
WT BLK 2 0.14 0.0 0.0

AVERAGE OF WT B8LK 1 AND 2 USED TO CORRECT DATA

--- Suspended matter, no PMA data.
* Samples sealed over weekend, tota!l exposure only 5 days.

Detection Limit = 0,12 ug (coul)
Quant limit = 0.4 ug (coul)
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DATA FROM FIELD TEST K13

PPH
MICROGRAMS HRS PPM COMMENTS
TYPE AREA DAY A 8 c D
CITRATE AREA 1 70 1 0.07 <1.0
1 70 1 <0.04 <1.0
1 70 3 <0.04 <1.0
1 0 3 <0.04 <1.0
1 10 S5 <0.04 <1.0
1 0 5 <0.04 <1.0
2 10 1 0.1 <1.0
2 70 1 <0.04 <1.0
r 10 3 <0.04 <1.0
2 0 3 <0.04 <1.0
2 T0 S <0.04 <1.0
2 0 S 0.04 <1.0
CITRATE BLAKK 1 70 1 <0.04 <1.0
1 0 1 <0.04 1.6
1 T0 3 0.04 <1.0
2 0 3 0.07 <1.0
2 To 5 <0.04 <1.0
2 Jo S 0.04 <1.0
IMPINGER AREA 1 1 <0.05
2 1 <0.05
1 2 0.09
2 2 0.09
1 3 <0.05
2 3 <D.05
1 [ 0.06
2 3 <0.05
1 H <0.05
2 5 <0.05

BLANKS AND STANDARDS
3/28/89 3/30/89 4/3/89

100 pPPM STD 107 104 107
WT BLK 1 0.00 0.00 0.21
WT BLK 2 0.00 0.14 0.21

AVERAGE OF WT BLK 1 AND 2 USED TO CORRECT DATA

* Samples analyzed by coulometry.
**Samples were damp.

Detection Limit = 0.12 ug (coul)
Quant Limit = 0.6 ug (coul)




DATA FROM FIELD TEST K13A

PPH
M]CROGRAMS HRS PPM

TYPE AREA DAY A B c D
CITRATE AREA 1 T0 1 21.77  *26.62

1 70 1 16.52  * 17.55

1 10 3 15.61 * 23.19

1 10 3 23.56 * 22.65

1 10 S **>28 e, *>28

1 T0 S5 24.5
CITRATE BLANK 1 70 1 <0.04

1 0 3 <0.04

1 T0 S **<0.04

BLANKS AND STANDARDS
3/28/89 3/30/89 4/3/89

100 PPM STD 107 104 107
WT BLK 1 0.00 0.00 0.1
WT BLK 2 0.00 0.14 0.21

AVERAGE OF WT BLK 1 AND 2 USED TO CORRECT DATA

............................... eseasrsmserrtacasmnesatact saaasnncenreansanean

* Samples analyzed by coulometry.
**Samples were damp.

Detection Limit = 0.12 ug (coul)
Quant limit = 0.4 ug (coul)
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DATA FROM FIELD TEST K14

TYPE

CITRATE AREA

CITRATE BLANK

BLANK

. AREA DAY
1 ¢ 1
1 T0
1 0 S

10 1
2 T0 3
2 0 5
3 10
3 10
3 T0 5
4 70 1
4 70 3
0 S
1 10 1
2 T0 1
1 T0O 3
2 0 3
1 70 S
2 TO 5
3 T0 1
4 70 1
3 T 3
4 10 3
3 T0 S
4 10 S
OFFICE TO 5
OFFICE TO 5

M1CROGRAMS
A B
>14.2 <1
»15.9 <1
>14.6 <1
2.4 <1
3.5 <1
9.0 <1
13.5 7.4
>16.3 >10.0
>14.9 >10.0
2.9 <1.0
5.0 <1.0
>146.4 <1.0
<0.04
<1.0
<0.04
<1.0
*<0.04
16.3
<1.0
»17.7
<1,0
*>25.5
<1.0
<0.04 <1.0
4.2 <1.0

BADGE HOUSING
BB = BLACK WB = WHITE

BB
88
88

w8
ve
w8

555558828888

53

ROOF, HORIZ

"

ROOF, VERT., SOUTH

H

L

ANTENNA, HORIZ

ANTENNA, VERT., SOUTH

BLANKS

*problem with coulometric instrument, data may be suspect.

Detection Limit

= 0.12 ug (coutl)

Quant timit = 0.4 ug (coul)
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DATA FROM FIELD TEST K15

TYPE

CITRATE AREA

CITRATE AREA

CITRATE BLANKS

CITRATE BLANKS

COLOR AREA

IMPINGER AREA

AREA

NN NN NN NNDN & = b o ad b b o2 s

N~ N e N =N - N NN N NNAN o e ot o e

N e N = N =2 N e N -

T0
T0
T0
10
10
T0
10
T0
T0
T0
10
T0
10
10
T0
T0
T0
10

10
T0
T0
T0
10
10
10
70
10
T0
T0
T0

DAY

[V IV, SNV, I VYR VY R Y R S SV JRL Y, IR Y I VY R DY I V¥ e Y

WV W NN - UVt Wt W W= W W

WA AW W NN s

MICROGRAMS
A B
2.7 <1
<0.04
0.05
0.79 *0.09
<0.04
<0.04 <1
0.29 *0.63
0.07 <1
<0.04 <1
1.93 <1
<0.04
0.05
0.36 *0.2
<0.04
<0.04
0.57 *0.54
0.07 <
<0.04 <1
2.36 <1
<.04
.5
<.04
KAl *0.52
.14 *<0.04
.93 <1
<.04
.36 *0.17
<.04
79 *0.7
<.04 <1

* Analyzed by the coulometric spike procedure.

PPM
HRS PPM  COMMENTS
c 0
']
B
B
W
B
8
1]
8
8
°]
B
B
Y]
8
B
-
B
8
v
B
W
B
Y]
8
W
8
¥]
[]
Y]
8
NC
NC
NC
NC
NC
NC
NC
NC
NC
KC
<0.1
<0.1
<0.1
<0.1
<0.1
<0.1
<0.1
<0.1
LOST
LOST

Detection Limit = 0.12 ug (coul) Guant limit = 0.4 ug (coul)
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DATA FROM FIELD TEST K16

TYPE AREA DAY MICROGRAMS BADGE

A B8 HOUSING
CITRATE PERSONNEL 1 1 13.66 <1.0 o
1 1 <0.04 <1.0 B
2 1 >16.8 1.0 W
2 1 1.0 <1.0 8
1 2 L.65 1.7 W
1 2 0.14 *<0.06 8
2 2 >14.3 <1.0 v
2 2 <0.04 <1.0 B
2 3 >14.3 2.7 w
2 3 0.21 *0.07 B
1 3 5.36 <1.0 L)
1 3 0.14 *<0.04 8

* Analyzed by the coulometric spike procedure,

Detection Limit = 0.12 ug (coul)
Quant limit = 0.4 ug (coul)




DATA FROM FIELD TESY X17

TYPE

CITRATE AREA

CITRATE BLANKS

CITRATE PESONNEL

COLOR

AREA

AREA

N NN NN NN NN - s cb o ad b s s -

10
10
T0
T0
T0
10
10
T0
T0
T0
10
10
10
TO
T0
T0
10
10

T0
TO
T0
T0
T0
T0
10
T0
10
T0
T0
T0

DAY

VU WV N s s as U A W N W e e

VU W W W o e e L R RV R R i ANV I ¥ B VIR

W W W WANN NN = o e

MICROGRAMS

A 8

1.79 <1.,0
<0.04

<0.04 *<0.04
4.6 <1.0
0.07

<0.04 <1.0
2.86 <1.0
<0.04

<0.04

1.39 <1.0
<0.04

<0.04

0.57 <1.0
<0.04 *<0.04
<0.04 *<0.04
<0.04 <1.0
<0.04

<0.04

1.79 <1.0
<0.04

3.79 <1.0
<0.04

2.79 <1.0
<0.04

1.43 <1.0
<0.04 *<0.04
0.14 <1.0
<0.04

0.18 <1.0
<0.04

2.15 <1.0
<0.04

1.43 <1.0
<0.04

<0.04

<1.0
2.36
<0.04 <1.0
<0.04 <1.0
** NC/VAN

PPM  BADGE
D HOUSING

W WL W WL 0 E® ® L O ELE ® T

@ L 0 L ® L ©m L ® O ® C

£ © L £ @ ® £ ®©

SLIGHT YELLOW/PDAB
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DATA FROM FIELD TEST K17

PPN
MICROGRAMS KRS PPHM  BADGE

TYPE AREA DAY A 8 ¢ D HOUSING
IMPINGER AREA 1 1 <0.1

2 1 <0.1

1 z <0.1

2 2 <0.1

1 3 <0.1

2 3 <0.1

1 &4 <0.1

2 4 <0.1

1 5 --  LosT

2 5 -~ LosT

Badge housing: W = white, B = 8lack

* Samples analyzed by the coulometric spike procedure.
«* GMD Dosimeter used as the color badge.

It contained two indicator sections:

Vanillin and P-Dimethylaminobenzaldehyde.

Detection Limit = 0,12 ug (coul)
guant limit = 0.4 ug (coul)




DATA FROM FIELD TEST K18

. PPM
MICROGRAMS HRS PPM BADGE
TYPE AREA DAY A B c ] HOUSING
CITRATE AREA 1 1 <0.04 <1.0 W
1 1 <0.04 *<0.04 B
1 2 <0.04 B
1 2 0.64 <1.0 W
1 3 0.68 W
1 3 <0.04 *0.95 B
CITRATE PERSONNEL 2 1 1.5 <1.0 1)
2 1 <0.04 *<0.04 8
2 2 3.9 <1.0 W
2 2 <0.04 *<0.04 8
2 3 2.5 "]
2 3 <0.04 <0.04 B
CITRATE BLANK 1 1 0.5 <1.0 %)
1 1 <0.04 *<0.04 ]
1 2 0.5 <1.0 °]
1 2 <0.04 <1.0 B
1 3 0.82 Y]
1 3 <0.04 *0.05 B
CCLOR AREA 1 1 ** NC/VAN, POAB
1 1 ** NC/VAN, PDAB
1 2 ** NC/VAN, SLIGHT YELLOW/PDAB
1 2 ** NC/VAN, SLIGHT YELLOW/PDAB
1 3 b /VAN, SLIGHT YELLOW/PDAB
1 3 ** NC/VAN, SLIGKT YELLOW/FDAB
COLOR PERSONNEL 2 1 ** NC/VAN, PDAB
2 1 *® NC/VAN, PDAB
'3 2 ** NC/VAN, SLIGHT YELLOW/PDAB
2 2 ** NC/VAN, SLIGKT YELLOW/PDAB
2 3 ** NC/VAN, SLIGHT YELLOW/PDAB
2 3 ** NC/VAN, SLIGHT YELLOW/PUAB

Detection Limit = 0.12 ug (coul)
Quant Limit = 0.6 ug (coul)

* Analyzed by coulometric spike procedure
** GMD Dosimeter used as the color badge.

1t contained two indicator sections:
vanillin and P-Dimethylaminobenzaldehyde
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APPENDIX D
Facility data sheets from the field testing of the citric acid sampler. The information was

collected by the industrial hygienist at the initiation of a test. It describes the area, operations, and
chemicals in the test location.
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Ko/

FACILITY DATA SHEET

FACILITY NAME: (AILTECH K T7-Slg

FACILITY POINT OF CONTACT: ARDELL THWROW

DATE: u|)R7

DESCRIPTION OF FACILITY / AREA: LOWTECH Buiebing KT-351L 15 G Chemicod cnulys Ve
lavoratory . This bacihidy iy located wivnin e '?f.opd\&n'vs sVoroqe and Scrvice Arca
of Keanedy Spuce Center.To +hne east of +ne Cac iy s cdersnited wakr plant
and qaseavs ni+r;qe,\ load. ngq Srontion . Ty vhe wwest is oo nuzardovs wogle Co.c.\\.'\-«.‘
wnd mekc Stahon. K-Sl 15 « 33,000 39 ++. fociling nousing deveral ditberent
l&bcr&*oﬂ'es. The Cadiliby 'Aciudes & chemical analysis labo, vepor debechon lalo, fuel
~nd oXdizer lubs, a Componen tCal.lbrakon shog, o recnarqer molnttnance dShop
wund oLvacwuam Purmplsyskmms repair Shop. Mmovile tanlers and aas Aronlers
“le als0 Present'in he areow PorkKing Lo,

DESCRIPTION OF OPERATIONS :
T™is Cadiliy is an industral laboratory whilized by Kennedy Seoce Center

© analyse any opera‘r:ons needed. This Moy .r{dwde.. (uel and oxidizer
pum g level \vts-\—slprcc\'s-'nr\ c.\ecm'mq of loundn CqU‘Pme"*,CQ\\b.ro.‘\-;Qf'\
ok pcopeltont detec_kocsl Q.n.;\l\ls'.j) oﬂhpokehgo‘\ Na3aardous waste ond
NSpechion of lawncn equipment.

CHEMICAL SUBSTANCES USED/STORED :

The chc'.l,-L\{ 15 Lnown Y0 house ot least 4| d-(—Qrgn\"Lhem:C&|

Substoances or reagents. Fuel onol Qm.d.i_cr are presiakin Hne b»&\\d.\f‘iq.
AWl o wnesc chemuicals /

Hhi@ Used wvngder nood !JC"\L\\&"(‘Q(\ 3;13\{'71 and Hhe

urrogt Cave 1S5 FaXen : .
S winen Y\Os/\dl-f\cl LA enn . chhn\Cl&f\S COMMQ(‘\‘\{

vse deminerulited woter CCig Isopropy!l Alconol  Metranol

‘ . weaX
aCdS, Freon 2t and numercos Solvents.
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FACILITY DATA SHEET

FACILITY NAME: RMFE -G\

FACILITY POINT OF CONTACT: E_ T Jonda
DATE: ulacig] -1a]uisl

'DESCRIPTIONOFFAClUTY/AREA: Thne Hyperoqo\ Ma.ntenance Fo.c.\.ln_‘ M1-961 'S
t5olated 1n ¥he souvheast cornev of +he Tadusteial Compled o Kemnedy Gpauce
Ceaker.Thne aceo. is surcounded by woods 6N all ut he sowdn side. Opprocimately one halt
Mile 1o vhe 50Ut 15 MT-I0b1 LWhich is uhlized a5 o&lices ond A conkol room. |
Within M7-941 Hnere Ore dwo 1dentical cells contduning born fucl oand oxdizer haes.
These cells or rOOMS con e gpened VO vne oukside by lorqe ewu\l've doors. A
Mecnanical Shop, Equipment Shop, and Otlice creas Gare also \ocavred

witnin +he b\uid‘?\a .

DESCRIPTION OF OPERATIONS ©

The HMF mM7-901 is e main -ﬁ'CXC-\\ul)v\, Yo check ot | service and reporr
L‘-hqh‘r hardware on¥he OMS Pods and forwoard RCS oe Core Yeing sent ‘o
+Hie OFF 1o ve 1nstolled on an oo\ ber The -fuel ond oxidizer Found within

e Lacility is flght resdual Qnd net stored or mmanntaned in *he
Yuilding.

CHEMICAL SUBSTANCES USED/STORED :

Tre BRMFE MTa-961 has bod (el cnd oxidizer \iAes in e ea sk &nd
wesy cells. ThiS 1y -L\Qgh'r FeSidun) cand ot Stored O mmountronned 1A the
building . Teanaicans ooy wrilinze Freoca Mmernyl B4yl Celtone

Lo propyl Alcohol, wnd 1,1, 1 TAlhloroedrnane 4o cleoan ond mantain

+"\§ Cl\ﬁh* hardware. Qaseous r\J-.+roqer\ und Hellum are alse tound
(VR YR Yne C&(.;\\*s,‘
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FACILITY DATA SHEET '

FACILITY NAME: o0 Paiar Dnog ™MG-486
FACILITY POINT OF CONTACT:A. Tranc «c
DATE: alui87- afiglgn

DESCRIPTION OF FACILITY / AREA: .
The MmO Cc.c}ln'h{ ML -480 15 located in +ne Trdustnial Complex of Xennedy
Spoce Centetr. The Trdustriad Paint Shoyp is located in ¥ne eagk cornerob e
MeO Focahihy. IA addi hon Yo +he patnk shop ¥he Ca'c.\'.ki conkaing o cor pentey shop,
AC shop, elecirical shap, +ool ek ,Moving and cooling crew, amadune dhop, Sheet
:c*a\.and weld shop. No inberior wolls .Se(ao\rmk t+he individual shaps vehiewlar
aGlic OcCecury o.déa.cu\ir O dhwg &O-c.\\"c\‘ ond heavy molle Q?\)‘pn'-\gr\\-\'s s tored
directly by Hhe soudh. °

DESCRIPTION OF OPERATIONS :

Tne m;o paint Shep MG -UBL. 13 uhlized by Kennedy Space Center
for Spray point and dandblast cperations. 5-\Kscrefn5 and Skencils
are also prepared \n ¥he shop. T A ‘addition gaink equipment

vepaie and manknante also octurs in tne fadilidg .

CHEMICAL SUBSTANCES USED/STORED :

Tecnmcansy (n ¥he paink Shop most OF\Q:‘\ _uﬁn\'-'z_c medny !l edhy| ¥etone,
\Q(}quer ﬁ\dner'(q\cne, miAeral 50 Ats | palgurednane Mhianer, aposy Hunner,
2L Hunner, eaamels |, 2ine primer | polyvrednane vaenish, coal boo
&POxy paint  epoxy, lacquers and wash primers . B paink Crib 1
also \°C°*°d_ ir_\ +ne shop to dlore the varioos ponts and c).gm'\m_ls)o_nd
when +technieians use +he PNty Fhey woere maa Full tace cesprrobocy |
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FACILITY DATA SHEET

FACILITY NAME: Hangar © LCe Sogpact Souvh Annex

FACILITY POINT OF CONTACT: O.MNardin

DATE: Juleg- Jis]as

DESCRIPTION OF FACIUTY/AREA: Hangar S South Annex - EG {6 L Ce Guppor\' Bwld\'nq
1724 is locared in +he Cape Conaveral Air Force StaHon Indusirial Qrea. The
52.000 5q-£4. Cac:l;W (s uhlized for poctable breatning air M akenance

and Auwtomoated Poy lood Gssembly ond Checkout. Benina Hne rarqor s a-
nozardovy Wwasie Staqing Cac.'hk,, Jo +ne Southis Hargar AF o«._sao veconery ‘b\ds‘
ond to Vhe nocth eag b 1S building RE ar Mmissle ossembly \v'*‘\d"‘q - The sowthy
annex or building to wne lelt of- ¥he Cocilhys main ongar isuwhlized o5 a

i1 Se dvpper+ \Ouuld\'r\q .This 'S Yhe Lo \\4-\\ we b \t.z.cc! Lor Yhe Study,

DESCRIPTION OF OPERATIONS : »

Hongar S Seudh Ranex s uhilized fov chewtoor ,monnknance | and
refoir ot porloable brew\—h\‘nq Units Gerre Suids . helmets, 510“5 and boots.
They also orov'\d.e.. Wl suppor® Sov individuals duciie hazoedous Ogroheds;
and are vesponsible for the op Keep of tuvoe bank breoding Liaes and
eMmemency &gress breathing onids or gLsa’s Cor anl Ke.r\nca\t Seoce
Cenkv and Cope Conoveral Rir Torce Shotian ,

CHEMICAL SUBSTANCES USED/STORED :

Techniuce a5 ad+ dne Loal, Yy comm onlj use aTolulene] Freon m:)L)
Freom W3, Isopropy) ‘\.\Ceho\, Seal 6»;‘,, cnd O-r:m‘ leor cationm
These Chemicals cre whilized 4o c.\ew;\‘re_po;«- , oond Moan baun
dhe scope Swts, qlaves 0ond boots.
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FACILITY DATA SHEET

FACILITY NAME: Foel SkxchL Areq »wy

FACILITY POINT OF CONTACT: Tecey Noerman
DATE: 2/2/58 - ﬂ/i’/ﬁ’

DESCRIPTION OF FACILITY /AREA: Fuel Storoge Aceo = | 15 located c+ the
Cope Conaueral Air Force Shation. This Rreo 3 whlized Gofr lGuid pregetiant
ond Fuel storcqe. There s w Cuel, oxidizer, S0diom RydP¥d e, 6nd inencer cbor
“rea aswellas o shrege areo for ASO , TP S Cnd RP-\. Tp the north of
He Cadilidy 5 +he solid Fuel storeqe areo *2,a0d o non- Gesiruck vesk
labhoretory. To +he west ol ¥ne orea 5 +he banana river and do Hoe 50 unth
156 vew buel storoqe (reo vader conghruckion, at Hnis Hime.

DESCRIPTION OF OPERATIONS :

Liguid Fael S*or‘c«ﬁt. Avea w1 8 wsed ‘o 3%0re and menntann OriouS
NG 3ovrdovs \u:{u\'d Ciels ana propeuur\*s. The se Moy wndude hydrazine,
MKy N':LOA', NoaoOH,R-50, J90-5 , and RP-1 . These propellants
oand ovidizers are utlized for Vorious \Akr\dj grograms and must
be Xept Shable Wil e hey woit for fudure cige.

CHEMICAL SUBSTANCES USED/STORED :
L\Q\&.\d F&AQ" Sk"‘c‘ﬁt A(Lm [T 5"‘0((5 \\q\-k\d pr‘o\JQ\[o.r\\-s , C-U_Q_\s tndg
O%dizers ‘o include NiH4, MMHE, NLUCa, NACH, A-SG, T0-5

tang Rp—l . VC\r,'o'JS %aseoub +an¥Xs wnd Yronlers of 5'\“_ g
Hellum ave alst present 1n Mhe avec . )
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FACILITY DATA SHEET

FACILITY NAME: ALYt St .t Tt bty (AfTF)
FACILITY POINT OF CONTACT: ol Reborre JI or [0,9 st

DATE: 5’& - s;/é/??

DESCRIPTION OF FACILITY / AREA: The  AFt  JSkirt 1wt Fuul,#y s kakd
et of P Bk Ab'm',)/)/ Loty b haut Fau‘{[f,. It coust of
ho weli, o bl b B M vt , o Fot s hadkd  H He
LaJ{‘ M\(i wut, a +uLni[a/ werk ;Lz,a, swvice pud cnmlq/ Yo aud
Iy wac .(v).}‘-uf wen, To He sovb ad et ob -{:zcu'l,"{y s Swiang
md B W nirth & He ftau‘lhty is e Loctheed Logishics zqu,'p.u«f'.

DESCRPTIONOF OPERATIONS: Tl pyen 14 uhilized e aecrsbace Fubag  ond

chekodt  oF fe SRB aHskicts Had puhe indal sy (Fue systom).
Hyd»az{u. "'U‘Hn?, el !p?Lm 7LL5‘/7'.~7 , ond /Mz(l‘-t? und clu.;/li.t, o M
Lol fyj-\tm wile nl-'kbym Is Iﬂﬂ%m«{ o s 7Cu{/i'/7, The

b\f"w,bw !)’J‘I'Mm i ///aul w&vjnw( wz\/'c,k /3 W(i ﬁr IDV/‘?I'.!?

-Hw. {/ul Iudd

CHEMICAL SUBSTANCES USED/STORED: 7, ./ ,ﬁﬂﬂ wa AT s
hyﬂfx’lzu A/m«7 it +wfo/.c7 Ay of A,du.;/ic Hod. Al ,
:3‘6fﬂfy/ diskel 05 vhRliwd A H;;l\{a, G0s  ix M Al

S hrqﬁt evea .

75




FACILITY DATA SHEET

wo<¥

FaciLTY Name: Afd bt Tut EM‘“)‘ (AJTF)

FACILITY POINT OF CONTACT: _|ahe Pabueds T 4¢ C,-u, Mastors
DATE: £/[}- g/lc/gx

DESCRIPTION OF FACILITY /AREA: Thy  Aft Skt Tut fu,‘[.ﬁ ¢ heabd sy H st
ol—M‘L 50”*&’ &!wa“y ZL‘FV/[)BkMJt' Faci“})/, It CWBT('.{ gﬁ "wa !Wl.,’_l’ a

b b hH W rorte , 2 tut el hadd B Mo st ad
luut, o Fehwieal  wick .rluf, swice  tad el roema md & Jeapt
!w’+—up wea, 1o e cole Mw( wst o Ha ﬁu’fﬁly s SWanyg wmd h
e et of Ve ﬁc:l:}y is P Lockheed La;f;#u equipmf.

DESCRPTIONOF OPERATONS: 7}, gy i yhilined e aceepfamce ‘/‘m‘h’ md

kot ot W SRE Wskids  hywt vehe  cutnl ;)ul-w ('Hc.
jyn('m). H‘yr(av'u' +u1‘117 p Aol !yﬁm ‘I’en‘:n, , end /MJ:',L, amd
—Cblclﬂ'.'\? ot Y 'R/LI .f)',(‘}um. with ni-}nj.m s Mmi o s
‘F'Mfli‘)"y. The "f‘{’vﬂ\ J'yJ""M 1 ,i/u[ mulh’jnw.a{ which 13 l//tl
-Flr })Wﬂf«, ‘n\l ﬁ/bl IMA{ A

CHEMICAL SUBSTANCES USED/STORED : m ﬁ J _ﬁI_, n 7L e W'«A{.‘ s
;\y&r&iiu_ a/m’ with '}‘m-pamy drms  oF Ayﬂfm/fc £loid. ,4/10,
(51 P ”/)" alcs 114'/ s uhliqed he fhxl\fa.’ 005 ia Ao b/

J%‘lf’léc VA,

76




FACILITY DATA SHEET

1409

FACILITY KNAME tztivia Servi evcdoce gt '\‘-)0-"‘,: lexw 398

FACILITY PCINT OF CONTACT

DATE: /)5 - /17

DESCRIPTICN OF FACILITY - AREA The Ro4<d;
s fo_.-4ad 1w Lanict eo.-f,‘/a,‘ 39 5.

The RSS 5—“//“,,/3 +toe
29 load ehhrac, -4
P Y/ ¢¢ <

dtle FRCS 6o 5-~d Fwo/.,c_//em—¥
F/a#l—ow——a.:, The &a c!; es were pliced oan +he /OT7
*Loo-ié /@«r,/ e ¥t -w/o J’Kve MMH f/of,e_ //9“4 [oad:"‘é /'\"’CS.

rOQ e~

lo ad;.—.}

Service S4eccdure (RSS)

CESCRIPTION OF OPERATIONS :
/MO ofer'a -LIOI-—I_S we < f&w‘g/rm—vgql a_! .//AC— ‘A-Il—-—;e
of -{’(nij ‘)‘6;‘/ .Du.-—;»' r-o'oe//&u‘! /oacliu. c,Oeer-:owJJ
. 9 F 3
MMH s P ped vnto Hhe OMS pod Fhrue +he
prepellewt lines loeaded ou +He [O7 fond lecel

CHEMICAL SUBSTANCES USED,.STORED :

/(/()-//C
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FACILITY DATA SHEET

KO

Facity navE K SC Reach hoyse

FACILITY SONT OF CCNTACT

DATE ZZkl - 7((5/88

DESCRPTION OF FACIL TY . AREA -

Tl(l. ksC ﬂ{ukkﬂVJl_ ¥ IMULLJ J'W}:{‘ldﬂl' O‘F' PM( 3‘74, npr*x"'uu'{,' 0'1L
Lavmch Cnflb;{ Y/, nd aHroximﬂ/y 70 ym{x fom M sreen. It canirts o
3 lwels ,'nc/(d:'n’ 4 AMLL Thwe wve 4 w -f.lcf/ivlv'u b e imned itz
nor&,nv%, N wet b e bachhase

¢

DESC~ PTION OF OPERATIONS :

A roo%'.x? g/amﬁn\ tachuved Huw}kauf He ek whith  aclvdd  He
romva| 4t & {74’/"”"( ”d'“”“l k. Hu pr'o/fnf-hy wiek e Ao ihdlabion
d‘lt a Ny rmt. Thre weare Clkh\m'*an‘!:x (l.- L. A/f'll, I'M-rcfx, /tén'xfa wiad blra JM«{)

it  we ‘va]{uvf‘ f week .

CHEMICAL SUBSTANCES USED.STORED - /\/‘,M .

b Al
34
deck
__________ L /
E(— Area T

_________ 45 oceas
7

) Luuk/ KSC  Beack hwse

(4 Yl J'I'JL Vi
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FACILITY DATA SHEET

K10 K

FACILITY NAME: Prfahug  Sen; r Lauch Cx 318

FACILITY POINT OF CONTACT:

DATE: [/u,/fi— //20/27’

DESCRIPTION OF FACILITY / AREA :

The /{aﬁllia} Jeviee  Shrvedn (Rif) is loatd in Lok Cm«;p/q J18. The
K.f.f jvfp,‘v’llf Ihw f)ﬁy/ﬂu[ L['w;(rﬂ" {ILN ‘ﬂu. FRLS TuN l«.v( }ﬂﬂ/u//mf

IOﬂdllr\ﬁ p/xﬂ"f"?/nd- 71'1 541%1 (V728 )D/A-CLJ N ﬂ(, M7 ﬁt”{' l“"‘/
hyt & P MmH propallut /Md:k; lrues .

DESCRIPTION OF OPERATIONS :
tls 0}1«’.-1’:«\1 were /uﬁm,l i A e oF Wiy dert
Ducing  popllat lunding — qpendios, tmh s pipd ik e
oms fuz/ -Hwn?k e /ﬂ,u/(“f lis Jaded  fe He 107

‘fDoT" IWLI

CHEMICAL SUBSTANCES USED/STORED :

MM(.
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FACILITY DATA SHEET K
1

FACILITY NAME: VAR briakaems G AI0 F 1086

FACILITY POINT OF CONTACT:

DATE: 1/[3—_2[27 7y

DESCRIPTION OF FACILITY /AREA :

Rorws GBI (4/u I) md 108} @ﬂ& ﬂ) we e In}y dul"uu‘ul .rwk:k, YT WA
Toww B Rome 6810 s lotd o Mo sl Hlr vk ew sra

o 132 5 ft. Rome- 1086 s /uuLul m Mo duthe Flisr , /bw,/ //fl'f“,
with  om  aved nt 27 1 . Naal 0cwfzmy a[mk, o S b wwl;{ay v

L/)pnximntyly 3 per /L -fp/ !ﬂ'f\ romg. Veans ibhew  we /uu‘ul u{juwf
h bk rows nM/ acns Mo 1a1/w7 b, Mo rom.

DESCRIPTION OF OPERATIONS :
The t/zm‘{'t'w WWM /M,IVA, WWJ ImJ--'nv« AL/’M{‘&J ,let as Jmok"(y p

u-ll:k), dMAlM? , e

CHEMICAL SUBSTANCES USED/STORED :

Nowe
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FACILITY DATA SHEET

K|

FACILITY NAME: A}t Skid Tt [LL[I”’;I

FACILITY POINT OF CONTACT: (.ﬂ, &igcﬁﬂ
DATE. 1f4)- g‘/z?/?f

DESCRIPTION OF FACILITY /1 AREA -
The AH Skt Tat Fuilily o uhd sethat of rle 28 by Rbobilund

hc[l.'{‘y. 1t st ot ha /Lw,/; , A bool {:n.m -;ln )Hv_ 2N (Ayu I b His
+“B‘) P“""‘{)/ 2 tutb Wl bakd b He wt sd  wt (fm‘ el | vk i
henked b Hu wot i Afu L A this Il'-n(u’ f"""O/ a Frcknia wik f"f’/ fwive, oand

Cm\(w( NM\,M«JA “"f" Jw‘{"vp ina . 70 Hv. J’NK MJ UUIL NL Hu, #uci{.'fy iJ Iw,«f
Mkd f’ ML hN\H\— H‘ MA‘ ";k(:l;)’y s LnU«J Lo,f;"u (,tw"w‘f.

DESCRIPTION OF OPERATIONS :

e wn is vhlitd for susphue foby wd chobot & e SRS athkib |
Hors T veehe  catal f)’“‘“" (‘I’vc J)IJ{'m : l‘u(uz,,'k 4ull)'-\7, | f}’f‘;“'\ ‘}'U/{n,, aud
hadig wd cheking o Mo Rl syl wilth ncbope i pebedd  ut
Wi 1[“6!.,;*7. e w\zra}m !ynLu« i f'F“( m&gm«w{ ik i urd

be va,[.\, W foud load .

CHEMICAL SUBSTANCES USED/STORED :

T fnd J}m;c men maraw A/d«n/u, a/a, ith '}u«fwny dvns
o kydwlfc Hlod. /“;), fufnfy/ 1[(,01\0/ s vhlitd lenkj
1 R VR Am’L ek




FACILITY DATA SHEET

K1

FACILITY NAME: (Ichitw Emmu'ﬁ, Fa“'l,'l;}( HE !

TACILITY POINT OF CONTACT:

DATE: .;122-313//29

DESCRIPTION OF FACILITY / AREA :

The 0PF 5 sitmtud wut of He VBB, It wwiths i o L:JL ‘1«/1 awd & [ow buy all 7¢ me
IW)L lv-‘M.@,, a 10,000 2 H. o#iu and ‘vu[;..kj anwy hd wd oxi;{iw duw'ul, pu(/, ond

60, md CH, x{)fl,:. ’411. The Mo e wedl chmﬁl uJ//Lca{ wed! wwiny bom Mo maia LV;IA;A.’.M
Aau)u acommedaty P Orbiter and P atwws f’ﬂl‘;lm.!’ whick LM‘&L/ sveamd  Hhe Othitur

for Ly l; acuys and Mainlkmu.. Aru. I wu lou-{'ul In M» Jud lund feds //‘d‘;"m b 'L‘“
rliﬂkf‘ p-; ﬂu. 0!‘[{\4{ Hore  (ap u/i#(nnl‘ n«.F‘U IUA/(J A{L‘.ﬂ was lla}‘d LN Wllk ll-w-} Iol

prad Y43 P i oo e 6SE withwt G2 ,u{, ot vt fyrmadid withe Yo
ey ) 4 : r ltrabios 11t Jm;)
DESCRIPTION OF OPERATIONS :
nu— OPF I.J Uu,l -;Dr ,fowu'.\j rv{\/n‘u{ 0}" f‘/‘u’.r f« /fr.fmr’}". 1[pr Ywie .
ﬁrmnx) He  aclivibes  comed wt o Ve O0PF e Ocditw ¢ AA'«j

wnd p{m«wukjl Hhosesd fmho}v‘m 10hsyrta redbishuad | payhiad
remevel  ond ;AIAIIL'HM/ wmd  Orbitw achve Jyj';'uw cheokat.

CHEMICAL SUBSTANCES USED/STORED :

LLW.,'“,/ Ivélhu-«_[ /'ic/vlu Ammn\,",/

01:'1/'1,«’, Mmo m,M\.’/ Lyluu'u., *p.r
thomicals  and }L)/M//u.
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FACILITY DATA SHEET

K12A

FACILITY NAME: _Eummfhl_&dﬂ_&ub{'y
FACILITY POINT OF CONTACT:

DATE: 3/1]- 3/11/37

DESCRIPTION OF FACILITY / AREA :

The Envicpamnhrl el Fa:,ili‘y i hatd  netheast o e ARF sl
horbowut  oF Hedquartus. Tt b o halfh phyric I ad em
vicmmawhnl  somitibim and fo”vtlw'm tomthol IaJa, e wddifam h o«
M b hokd  dichly bhid e by,

DESCRIPTION OF OPERATIONS :

This 1Lu.'1.’1|7 povide b spuw hr Kppasimatily S0 Envionwafal
Hea It m.plqu.u oud qu:‘,m..f' for Tudusfyal )J\’l’fm, Envivonmentnl
Soithbm  and PJ/VHA. CmJYo/, oud  Henltn PAyJIU, The  wo Mly oL
tvea 7caf E wd F | J,u whiok lac lvu ., e Vamain .’.‘7

bids st e I osd I o M OFF e whvp. Tuse budse

were Pl“"l W'.L hwwﬁ«;; Jv}u(nlfuo\l\m. ~ ﬂ«_ nnt i s 7;"‘/'})’
The ‘ul,u wire ‘;'u,L«m’ Xim,“y twad  He  qm. Mo ofwtfla'w s
pohoid  m Ve b ey i wk

CHEMICAL SUBSTANCES USED/STORED ©

Nowe
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FACILITY DATA SHEET % ,¢7L

FACILITY NAME: LZ‘Z):Q(EMQMJ.I Yealh F.‘,’:;Jy) Roct Top sud L1-1557 Eart Frbaune Site

FACILITY POINT OF CONTACT: _S. L/ Brown

DATE: _{Lz_-;j/z/ii

DﬁCRéP$;MflLtHJf£EA:Fu,.'m\, Rc:# Tof I /lu*u{ Iovv‘/anu‘f‘ l;’ Ma. ,fRF
wd  mrthout o ”LJ{VL:‘ILM. EHF hors & halhe phy;fu I wd
svicramsntel  senibhm  oud f:l'lv#c\ indnl I, Tn eddifine , 2 PLH ld s
hieahed mulu%.ly bkind T ﬁdmy. Th L7- 1557 Eu‘f‘ utons, Site  was
nd &t nm-lm'n? rh, I+ B Lffm;MM./ 3 owmile et GF
He Eﬂhml’d #ulK f’&c.“i{y,av‘d-ls sSwuerouaded é? weeds.

DEZC:‘:’:’ be;h?fo:ﬁjzmsz ’N{ )VWL W ke plp.wp{iw in UVW fI‘ Méu_
Mu}, L7- 1551 A‘}Coaﬁb%f/wu s T oad T. ha I Lklﬁu s f’ud
‘Hh‘}" and '!'wx? vg. Am\ I Lal,u vut 'fluul n & Verdical fc:-"v’*n
pad  wn ,Lm'u, Stk LT-15517 fuf‘ bbovns Jite wu Areo I ed K
Ml I L&J.«}u wire flu:(l HL“I’ MA -;u.'.\, vp. A»ru e Lal,u e
Pl“&[ n & yorbieal p#r-"km wd  wwe Aﬁl&? i, Th Bu(?u In
e I wue o wkite Wik He ‘ml,u i~ W 6 .
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CHEMICAL SUBSTANCES USFO/STORED :

fv'hu.
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KSC WEATHER CONDITIONS FOR 5/8-5/12/89

DAY TEMPERATURE degrees P CLOUD COVERAGE
high, low OR VISIBILITY
Mon. 5/8 79,54 sunny
Tues. 5/9 82,61 sunny
partly cloudy, heavy
Ved. 5/10 88,69 rains during the night
Thurs.5/11 78,67 mostly sunny
Fri. 5/12 81,54 mostly sunny
TOTAL TIME EXPOSED BY DAY (MINUTES)
Areas I and II | Areas III and IV
Mon. 5/8 328 333
Tues.5/9 427 423
Ved.5/10 377 356
Thurs.5/11 464 469
Fri. 5/12 340 335
87




K1S ¢ Kl

Avau']a.“z_ Wuﬁ\w CWJJ\N L+ KJC 1t0/ 7/3/'?/‘//”

DAY Tw«pm‘f’w, dl.’ru-l F covd coww/v-}fbilify
‘\itk, pw
Mo . 7/5! L{'x Lom’ wu( he a hme, JuLj w.um'L“L.‘
Tow. 81 5, 1 wirtly elndy | 0 wiles
Wd. 1t 94, 14 mirltly dwdy, 1
Thwer, 2/3 9,13 muﬂf o/wl.// g
Fi. 14 1, 14 purtly vy ¢
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FACILITY DATA SHEET

FACILITY NAME: 000 _Paint dnop ™MG-Y8(

FACILITY POINT OF CONTACT: A. Eronc.ac o

DATE: §:2-27, §-3-87, 9-4-8%

DESCRIPTION OF FACILITY 7 AREA : .

The meo Faalily ML-48L 15 1ocated in ¥ne Tadustrial Complex ot Yennedy
Spoce Center. The Trdustrial ooim*'shcp s located in ¥ne east cornmer ol ¥ne
MeO Folilibyg, I addihion YO ¥he paint shop dhe co.'c.\"k' containg o cor pentey shop,
AC shop, eleciarical 3hap, Yool crib MOving and (00fing Crew, madune dhop, Sheet
Medes) ond weld shop. No wAberior wadls separatt the individual sheps Vericulor

+raGlic OCeues o.dk\acer\i— ¥O Mg ;a&\\(‘\\.\ ond heavy ok \le Qﬁu‘pn}\‘.—\\. 15 S hred
directly s +he soudh. .

DESCRIPTION OF OPERATIONS ;

Tne m;o paint Shop MG -UR6. 13 urlized by Kennedy Space Center
Lor Spray point and sandblash operations . Sil¥screens and Stenmcils
ore olso prepared 'n e shop. T n addition goiny equipment
vepoir ond Mmanknance also 0Cturs i +ne .Co.c'-\{H .

CHEMICAL SUBSTANCES USED/STORED ;
Techrmicians (n ¥he paint Shop mos+ ofwkn :&M\.\'LC medny| c-'\-h,,l ¥etone,
lagquer -&h;r\r\er‘(g‘\cne' mineral 5piAs polquresnane ianer, apPoxy inaner,
Zne HMianes; enamels  2inc primer  polyvrednance varoish | coal dor
e POxy pacn*-., epoxy, lacquers ond wash primers . A paint crib s
LTI R e o i gnits and e ona

. C panis they were moa Full tace respicoakors |
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FACILITY DATA SHEET

FACILITY NAME: HMF M- G\
FACILITY POINT'OF CONTACT: E.T. Tonda
DATE: 5-7-,27, 8-10-89, §-1/-8

DESCRIPTION OF FACILUTY /AREA: The Hyperoqol Ma.ntenance Pac\\.g‘\ M1-q6l o
150lated in ¥he scudneact cornev of ¥he Tndusteial Complex o Kennedy Space_
Center.The area is surcounded by woods 6n ol out vne s0wdinside | Opproximately onehalt
MMile fo +he Soudh i M -106) Which i5 utlined A% 08Cices ond A cond rol room. .
Wirhin MAI-9u1 there owre dwo 1dentical cells contaning botn fuel ond oxidizer hines,
These cells or rooms con e gpened YO tne owkside by lorge puill’ve doors. A
Mechonicel Shop, Equipment Shop, and Oflice oreas are also \ocatred

uo\-\-h-'n "H'\& b&\-\d\;‘\s .

DESCRIPTION OF OPERATIONS :

The HMF M-941 (5 Hne rmain -:—a.c.‘\n'h/ Yo checl owt lserv'\ct.o.nd repoir
flignt harswore on +he OMS Pods and forward TCS e fore beinq sent ‘o
He OFF 1o e instolled 0n on oo ker  The .fuel onrd oxidizer Sournd Liidhn
Hre Co.c'\h'{»y 'S f,‘\.’qh«\- rcsid.u&\ and not Slored or manntawned in Hhe
\o.\m‘\d..nﬁ.

CHEMICAL SUBSTANCES USED/STORED :

Tre HMF ™M=1-961 was Yot Sawel and oidizer \ines in e easr and
Wesk cells. This s -L\(gh*- reSlduol cung not Stored O0r mountaonned 'n Hhe
building. TeanAicians ~oy wdilize Freon, trednyl Edhgl Yetone ,

LI propyl Alcohol, and 1,1, 1 Trichloroerhane 4o clean ond mainkain

+\'\§ -C\\sh-\r hardw'o.(_c. Qaseous M-:\'roc\er\ ond Helium are alse Sound
Whidhian dne Co.c:\v’n/‘




